
Non-threaded 
plugs 

H 

Extra-wide 
flange 
Centre 
pull plugs 

 
H 

Electrical 
connector 
plugs 
MS SERIES 

Non-threaded 
plugs (continued) 

H 

Static 
dissipative 
MSS Y 
SERIES 

 
H 

Black 
conductive 
MSC YQ1 
SERIES 

Non-threaded 
caps (continued) 

Page 31 

Tear-tab 
(straight- 
thread) 
TU SERIES 

 
Page 31 
tear-tab 
(NPT) 
TT SERIES 

Non-threaded 
caps (continued) 

H 

Black 
conductive 
DS QI 
SERIES 

 
H 

Multi- 
purpose 
caps 
PZ SERIES 

 

Page 25 

Thin-wall 
tubing 
plugs 
RP SERIES 

Non-threaded caps 

Page 27 

Tube caps 

Page 32 
split-flange 
coupling 
CC SERIES 

H 

Non- 
threaded 
(npt) caps 
EZ SERIES 

 

Page 25 
packaging 
plugs 
PTP SERIES 

 

 
Page 26 

Thin-wall 
tubing 
plugs 
CT SERIES 

 
Page 26 

Thin-wall 
tubing 
plugs 
OT SERIES 

 
H 

Unified 
plugs 
PZ SERIES 

 
 

H 

Electrical 
connector 
plugs 
E SERIES 

 
H 

NPT  plugs 
EZ SERIES 

 

 

Page 28 

Electrical 
connector 
caps 
MS SERIES 

 
Page 28 

Electrical 
connector 
caps 
C SERIES 

 
Page 29 

Push-on 
(metric) 
caps 
PM SERIES 

 
Page 29 
push-on 
(NPT) 
caps 
PN SERIES 

 

 
Page 30 

Push-on 
(straight- 
thread) 
PO SERIES 

 
Page 30 
flanged- 
tube caps 
FT/FL SERIES 

Page 32 

High- 
pressure- 
split-flange 
coupling 
caps 
CCH SERIES 

Page 32 
grease 
fitting caps 
GC SERIES 

 

 

H 

O-ring 
face-fitting 
OF SERIES 

 

 
H 

Static 
dissipative 
MSS R 
SERIES 

 
H 

Black 
conductive 
MSC QI 
SERIES 

 
H 

Static 
dissipative 
DS Q2 
SERIES 

 

Threaded caps 

Page 33 

Threade
d 
(straight) 
caps 
TC SERIES 

 
H 

Threade
d 
(un/uns) 
caps 
DC SERIES 

 
 

Threaded plugs 

Page 33 
flared- 
fitting 
HF SERIES 

 

 
Page 34 
flat-face 
O-ring 
PDF SERIES 

 

 
Page 34 

Inverted 
flared- 
fitting 
HT SERIES 

 
 

Our Material Specifications, see pages 45 & 46. Our Terms & Conditions, see page    47. 3 

 
 
 
 
 

  
 
 
 
 

 



Threaded plugs 
(continued) 

Page 35 

flareless 
tube and 
nut assem- 
bly plugs 
PDE SERIES 

Page 35 
SAE O-
ring port 
plugs 
PDO SERIES 

 

 
Page 36 

Unified 
sealing 
plugs 
UT SERIES 

 
Page 36 

Threaded 
(uf and un) 
plugs 
TF SERIES 

 
Page 37 
threaded 
(npt) plugs 
TH SERIES 

 

 
Page 37 
threaded 
(npt) plugs 
TP SERIES 

 

 
Page 37 
threaded 
(npt) plugs 
TP-F SERIES 

 

 

H 

Threaded 
(un and 
uns) plugs 
DP SERIES 

Threaded plugs 
(continued) 

H 

Threaded 
(bsp) 
sealing 
plugs 
BT SERIES 

 
 

Snap-in plugs 

Page 38 

flush style 
SI SERIES 

 
 

 
Page 39 
recessed 
style 
SI SERIES 

 

 
Page 39 
interrupted 
bead style 
IB SERIES 

 

 

H 

Multi- 
purpose 
plug 

 

 
Page 40 

dome plugs 
DOP SERIES 

 
 
 

 
Tube finishing plugs 

Page 40 
rectangular 
tubing plugs 
RC SERIES 

Tube finishing plugs 
(continued) 

Page 41 

Roun
d 
tubing 
plugs 
C-U SERIES 

 
H 

Domed 
tubing 
plugs 
DO SERIES 

 
 

Sleeve mesh 

H 

Cylinder 
mesh 
SM-CN 
SERIES 

 
Page 42 
sleeve 
mesh 
SM SERIES 

 

 
Page 42 

Heav
y 
gauge 
mesh 
SM-H 
SERIES 

 

Pipe products 

Page 43 
closed end 
pipe caps 
CE SERIES 

 

 
Page 44 
open end 
pipe caps 
OE SERIES 

Pipe products 
(continued) 

H 

Valve- 
flange 
protectors 

 
 

H 

Outside- 
fitting 
flange 
protectors 
EP 310 
SERIES 
H 

Self- 
adhesive 
flange 
protectors 
FA SERIES 

H 

Push-in 
flange 
protectors 
EP 305 
SERIES 

H 

Bevel- 
edged 
protectors 
(npt) 

 
H 

Sucker rod 
caps 
SR SERIES 

 
 

H 

Sucker rod 
plugs 
FP SERIES 

 

 
other 

H 

hose 
collars 

 

H 

Threaded 
(metric) 
sealing 
plugs 
MT SERIES 

Page 41 

Square 
tubing 
plugs 
T-U SERIES 

Page 44 

Bolt-hole 
flange 
protectors 
FC SERIES 

 
 

H 

Finishing 
flanges 

 
 

4 Our Material Specifications, see pages 45 & 46. Our Terms & Conditions, see page    47. 
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CSP SERIES TAPERED PLUGS HCSP SERIES HOLLOW TAPERED PLUGS 
 

Tapered silicone 
plugs 

Hollow tapered silicone plugs 

 

PART 
NUMBE
R 

d D L d D L QTY 
PER 
BA
G 

I N C H E S M I L L I M E T E R  S 

HCSP-27 0.906 1.063 1.000 23.01 27.00 1.00 100 
HCSP-29 0.945 1.100 1.000 24.00 27.94 25.40 100 

HCSP-31 1.031 1.260 1.000 26.19 32.00 25.40 100 
HCSP-33 1.063 1.338 1.000 27.00 33.99 25.40 50 
HCSP-35 1.188 1.438 1.000 30.18 36.53 25.40 50 

HCSP-37 1.220 1.535 1.000 30.99 38.99 25.40 50 
HCSP-39 1.313 1.625 1.000 33.35 41.28 25.40 50 
HCSP-41 1.417 1.693 1.000 35.99 43.00 25.40 50 

HCSP-43 1.469 1.750 1.000 37.31 44.45 25.40 25 
HCSP-45 1.496 1.810 1.000 38.00 45.97 25.40 25 

HCSP-47 1.653 1.968 1.000 41.99 49.99 25.40 25 
HCSP-49 1.770 2.086 1.000 44.96 52.98 25.40 25 
HCSP-51 1.875 2.203 1.000 47.63 55.96 25.40 25 

HCSP-53 1.969 2.469 1.000 50.01 62.71 25.40 25 

HCSP-55 2.125 2.500 1.000 53.98 63.50 25.40 25 

HCSP-57 2.281 2.688 1.000 57.94 68.28 25.40 25 
HCSP-59 2.438 2.953 1.375 61.93 75.01 34.93 25 

HCSP-61 3.000 3.500 1.500 76.20 88.90 38.10 10 
HCSP-63 3.250 4.000 1.500 82.55 101.60 38.10 10 

HCSP-65 3.500 5.000 2.000 88.90 127.00 50.80 10 

 
 

• The tapered design will fit a variety of hole diameters. 

• Will compress for better sealing of both threaded and 
unthreaded holes. 

• The major diameter of the taper (D) should be at 
least 15% larger than the hole diameter. 

• Temperature resistant up to 315°C / 600°F and 
durable for repeat use. 

 
There are new sizes and styles of masks becoming 
available on a regular basis, please contact our 
Sales Department. 

 

 

* For EPDM Tapered Plugs part number prefix should be BNP instead of CSP. 

 

If nothing in our standard product line suits your 
requirements please contact our Sales Department. 

 
We specialize in designing and manufacturing 

low cost custom plastic, silicone and 

rubber parts. We also do sample part prototyping 

in rubber/silicone at a very reasonable cost. 
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PART 
NUMBER 

d D L d D L FITS IN 
THREAD 

SIZE 

QTY 
PER 
BAG I N C H E S M I L L I M E T E R S  

CSP-0 .016 .063 .625 0.40 1.59 15.88  1,000 
CSP-00 .020 .078 .750 0.51 1.98 19.05  1,000 

CSP-1 .031 .125 .625 0.79 3.18 15.88  1,000 

CSP-3 .063 .125 .625 1.59 3.18 15.88  1,000 

CSP-5S .063 .188 .625 1.59 4.76 15.88 4-40 6-32 1,000 

CSP-50 .063 .188 .750 1.59 4.76 19.05 8-32 M4 1,000 
CSP-6 .047 .216 1.500 1.19 5.49 38.10  1,000 

CSP-7 .125 .250 .750 3.18 6.35 19.05 10-24 12-24 M5 1,000 

CSP-8 .125 .250 1.000 3.18 6.35 25.40  1,000 
CSP-9 .188 .344 .625 4.76 8.73 15.88 1/4-20 M6 M8 1,000 

CSP-90 .188 .344 1.000 4.76 8.74 25.40  1,000 
CSP-10 .250 .375 .500 6.35 9.53 12.70  1000 
CSP-11 .250 .375 .750 6.35 9.53 19.05 5/16-18 M8 1000 

CSP-12 .250 .438 1.000 6.35 11.11 25.40 3/8-16 500 
CSP-13 .344 .469 .813 8.73 11.91 20.64 7/16-14 M10 500 

CSP-130 .313 .562 1.125 7.95 14.27 28.58 M12 500 
CSP-13X .313 .562 1.000 7.94 14.29 25.40  500 

CSP-15 .406 .594 1.000 10.32 15.08 25.40 1/2-13 M14 500 

CSP-16 .438 .625 .875 11.11 15.88 22.23  250 
CSP-17 .500 .656 1.000 12.70 16.67 25.40 5/8-11 M16 250 

CSP-170 .438 .687 1.000 11.11 17.45 25.40  250 
CSP-19 .563 .750 1.000 14.29 19.05 25.40  250 

CSP-21 .625 .781 1.000 15.88 19.84 25.40 3/4-10 M18 100 

CSP-210 .625 .800 .625 15.88 20.32 15.88  100 

CSP-21X .750 .925 .750 19.05 23.50 19.05  100 

CSP-23 .719 .938 1.000 18.26 23.81 25.40 7/8-9 M20 100 
CSP-25 .781 1000 1.000 19.84 25.40 25.40  100 
CSP-27 .906 1.063 1.000 23.02 26.99 25.40 1”-8 100 

CSP-29 .938 1.100 1.000 23.81 27.94 25.40  100 
CSP-31 1.031 1.250 1.000 26.19 31.75 25.40  100 

CSP-33 1.063 1.313 1.000 26.99 33.35 25.40  100 
CSP-35 1.188 1.438 1.000 30.16 36.53 25.40  100 

CSP-37 1.250 1.531 1.000 31.75 38.89 25.40  50 

CSP-39 1.300 1.610 1.000 33.03 40.90 25.41  50 
CSP-41 1.406 1.688 1.000 35.72 42.86 25.40  50 

CSP-43 1.469 1.750 1.000 37.31 44.45 25.40  25 
CSP-45 1.500 1.813 1.000 38.10 46.04 25.40  25 

CSP-47 1.625 1.969 1.000 41.28 50.01 25.40  25 
CSP-49 1.750 2.063 1.000 44.45 52.39 25.40  25 
CSP-51 1.875 2.203 1.000 47.63 55.96 25.40  25 

CSP-53 1.969 2.469 1.000 50.01 62.71 25.40  25 

CSP-55 2.125 2.500 1.000 53.98 63.50 25.40  25 
CSP-57 2.281 2.688 1.000 57.94 68.28 25.40  25 

CSP-59 2.438 2.953 1.375 61.91 75.01 34.93  25 
CSP-61 3.000 3.500 1.500 76.20 88.90 38.10  10 

CSP-63 3.250 4.000 1.500 82.55 101.60 38.10  10 
CSP-65 3.500 5.000 2.000 88.90 127.00 50.80  5 
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CSP-PT SERIES TAPERED SILICONE PULL TAB PLUGS 

 

Tapered silicone pull tab  plugs 
 

PART 
NUMBE
R 

A B C D E QTY 
PER 
BAG in mm in mm in mm in mm in mm 

CSP-1-PT .031 0.79 .125 3.18 .625 15.88 1.000 25.40 .125 3.18 1000 
CSP-3-PT .063 1.60 .125 3.18 .625 15.88 1.000 25.40 .125 3.18 1000 

CSP-5-PT .063 1.60 .187 4.75 .625 15.88 1.000 25.40 .125 3.18 1000 

CSP-7-PT .125 3.18 .250 6.35 .750 19.05 1.250 31.75 .125 3.18 1000 

CSP-9-PT .187 4.75 .343 8.71 .625 15.88 1.125 28.58 .187 4.75 1000 

CSP-11-PT .250 6.35 .375 9.53 .750 19.05 1.250 31.75 .250 6.35 1000 
 

• the tapered design will fit a variety of hole diameters. 

• the pull tab allows for easy removal. 

• will compress for better sealing of both threaded and unthreaded holes. 

• temperature resistance up to 315C/600F and durable for repeat use. 

 
 

 
G F 

E D 

B A 
A/2 C 

 

60° 
 

 

SFPP SERIES SILICONE WELD NUT PULL  PLUGS 
 

Silicone weld nut pull plugs 
 

PART 

NUMBE
R 

FITS 

THREADS 
A B C D E F G QTY 

PER 
BAG in mm in mm in mm in mm in mm in mm in mm 

SFPP-173 10 - 24, M5 .098 2.49 .173 4.39 .250 6.35 1.000 25.40 1.000 25.40 .060 1.52 .025 0.64 500 

SFPP-210  .130 3.30 .210 5.33 .360 9.14 .500 12.70 .500 12.70 .040 1.02 .040 1.02 500 

SFPP-218 1/4 - 20, M6 .125 3.18 .218 5.54 .340 8.64 1.000 25.40 1.031 26.19 .070 1.78 .068 1.73 500 

SFPP-230  .125 3.18 .230 5.84 .350 8.89 1.000 25.40 1.031 26.19 .070 1.78 .099 2.51 500 

SFPP-285 5/16 - 18, M8 .160 4.06 .285 7.24 .400 10.16 1.000 25.40 1.062 26.97 .070 1.78 .098 2.49 500 

SFPP-335  .160 4.06 .335 8.51 .460 11.68 1.000 25.40 1.031 26.19 .070 1.78 .128 3.25 500 

SFPP-350 3/8 - 16, M10 .187 4.75 .350 8.89 .473 12.01 1.000 25.40 1.062 26.97 .070 1.78 .148 3.76 500 

SFPP-420  .235 5.97 .420 10.67 .540 13.72 1.000 25.40 1.062 26.97 .070 1.78 .168 4.27 250 

SFPP-445 1/2 - 13, M12 .240 6.10 .445 11.30 .560 14.22 1.000 25.40 1.062 26.97 .070 1.78 .190 4.83 250 

SFPP-490  .255 6.48 .490 12.45 .610 15.49 1.000 25.40 1.000 25.40 .078 1.98 .118 3.00 250 
 

• the pull plug’s rim (C dimension) will mask off countersinks or thread lead-in bevels. 

• the B dimension diameter will compress to provide a tight seal. 

• the rim is designed to compress for removal by pulling the part through the hole using the pull tab. 
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SPP SERIES PULL PLUGS 
 

Silicone pull plugs 
 

PART 
NUMBER 

A B C D A B C D PLUG 
THREAD SIZE 

QTY 
PER 
BA
G 

I N C H E S M  I  L  L  I  M  E  T  E  R S 

SPP .062 0.062 0.046 0.375 0.337 1.570 1.170 9.530 8.560  1,000 
SPP .073 0.073 0.046 0.612 0.590 1.850 1.170 15.540 14.990  1,000 

SPP .080 0.080 0.045 1.000 1.000 2.030 1.140 25.400 25.400  1,000 

SPP .093 0.093 0.050 0.625 0.625 2.360 1.270 15.880 15.880  1,000 
SPP .109 0.109 0.062 0.625 0.625 2.770 1.570 15.880 15.880 4-40 1,000 

SPP .125 0.125 0.062 0.625 0.625 3.180 1.570 15.880 15.880 6-32 1,000 
SPP .130LSI 0.130 0.093 1.000 1.000 3.300 2.360 25.400 25.400  1,000 

SPP .140 0.140 0.085 0.625 0.625 3.560 2.160 15.880 15.880  1,000 

SPP .156 0.156 0.062 0.625 0.625 3.960 1.570 15.880 15.880 8-32 1,000 
SPP .175 0.175 0.123 1.250 1.250 4.450 3.120 31.750 31.750 M5, 3/16, 10-24 500 

SPP .187 0.187 0.110 0.625 0.625 4.750 2.790 15.880 15.880  500 
SPP .195S 0.195 0.110 0.625 0.625 4.950 2.790 15.880 15.880  500 
SPP .218 0.218 0.130 1.000 1.000 5.540 3.300 25.400 25.400 M6, 1/4-20 500 

SPP .225 0.225 0.125 1.000 1.000 5.720 3.180 25.400 25.400  500 
SPP .257 0.257 0.130 1.000 1.000 6.530 3.300 25.400 25.400  500 

SPP .275 0.275 0.125 0.937 0.920 6.990 3.180 23.800 23.370  500 
SPP .281 0.281 0.138 1.000 1.000 7.140 3.510 25.400 25.400 M8, 5/16-18 500 

SPP .312 0.312 0.147 1.000 1.000 7.920 3.730 25.400 25.400  250 

SPP .335 0.335 0.153 1.000 1.000 8.510 3.890 25.400 25.400 3/8-16 250 
SPP .350 0.350 0.193 0.900 1.000 8.890 4.900 22.860 25.400 3/8-16, M10 250 

SPP .388 0.388 0.157 1.000 1.000 9.860 3.990 25.400 25.400 7/16-14 250 
SPP .408 0.408 0.191 1.009 1.000 10.360 4.850 25.630 25.400  250 

SPP .445 0.445 0.255 1.000 1.000 11.300 6.480 25.400 25.400 1/2-13, M12 250 

SPP .472 0.472 0.243 1.000 1.000 11.990 6.170 25.400 25.400  100 
SPP .510 0.510 0.256 1.000 0.956 12.950 6.500 25.400 24.280 M14 100 

SPP .530 0.530 0.250 1.000 1.000 13.460 6.350 25.400 25.400  100 
SPP .551 0.551 0.250 1.181 1.181 14.000 6.250 30.000 30.000  100 
SPP .570 0.570 0.312 1.000 1.000 14.480 7.920 25.400 25.400 M16 100 

SPP .590 0.590 0.250 1.000 1.000 14.990 6.350 25.400 25.400  100 
SPP .612 0.612 0.250 1.000 1.000 15.540 6.350 25.400 25.400  100 

SPP .620 0.620 0.329 1.500 1.500 15.750 8.360 38.100 38.100  100 
SPP .640 0.640 0.375 1.000 1.000 16.260 9.530 25.400 25.400  100 

SPP .670 0.670 0.470 1.500 1.500 17.020 11.940 38.100 38.100  100 
SPP .700 0.700 0.375 1.250 1.250 17.780 9.530 31.750 31.750 M20 100 
SPP .729 0.729 0.315 1.000 1.000 18.520 8.000 25.400 25.400  100 

SPP .750 0.750 0.375 1.000 1.000 19.050 9.530 25.400 25.400  100 
 

Major diameter of Pull Plugs up to 1.450” are available. Contact our Sales Department. 
 

• When pulled through holes, the larger diameter (A) stretches and diameter compresses until 
released providing a tight seal, even helping to plug the thread chamfers on threaded applications. 

• Smaller diameter (B) pull tab and chamfer transition to major diameter aids easy application. 

• The major diameter (A) of the pull plug should be at least 4-5% larger than the hole to be plugged. 

• Temperature resistant up to 315°C / 600°F and durable for repeat use. 
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Series WPP : SILICONE WASHER PULL PLUGS 
• Pull through hole masking with surrounding washer area coverage. 
• Pull through washer plugs feature a second pull tab for easy removal. 
• The plug diameter (A) should be at least 5% larger than the hole diameter being plugged. 
• sizes to fit metric and standard threads 
• Contact our Sales Department for sizes and pricing. 
• Temperature resistant up to 315°C / 600°F and durable for repeat use. 

 
 
 

 

 

WPP SERIES WASHER PULL PLUGS 
 
 
 
 
 

 

Series DFP : SILICONE DUAL FLANGE PULL PLUGS DFP SERIES DUAL FLANGE PULL PLUGS 

• these pull plugs are ideal for masking weld nuts or other threaded through hole applications for painting or weld splatter. 
• Masks off the thread chamfer, first and last threads. 
• The bore allows enough flexibility to compress during plug application and removal. 
• Temperature resistant up to 315°C / 600°F and durable for repeat use. 

 

PART 
NUMBER 

COLOUR FITS 
THREAD 

A B C D A B C D QTY 
PER 
BA
G 

I N C H E S M I L L I M E T E R S 

DFP-M8 Blue M8 0.261 0.310 0.375 1.350 6.63 7.87 9.53 34.29 1000 
DFP-M10 Pink M10 0.335 0.354 0.445 1.339 8.51 8.99 11.30 35.00 500 

DFP-M12 Yellow M12 0.400 0.460 0.520 1.750 10.16 11.68 13.21 44.45 500 

DFP-M16 Green M16 0.530 0.550 0.669 1.970 13.46 13.97 16.99 50.04 250 

 

Series BTP : SILICONE BLIND HOLE THREAD PLUGS 
• Plug flange designed to mask off the lead-in chamfer of blind threaded holes. 
• Pull tab for easy removal. 
• The plug diameter (A) should be at least 5% larger than the hole diameter. 
• Temperature resistant up to 315°C / 600°F and durable for repeat use. 

BTP SERIES BLIND HOLE THREAD  PLUGS 

 

 

 

PART 
NUMBER 

FITS 
THREAD 

A B C A B C QTY 
PER 
BAG I N C H E S M I L L I M E T E R S  

BTP-M6 M6 0.210 0.200 0.250 5.33 5.08 6.35 500 
BTP-M8 M8 0.283 0.197 0.331 7.19 5.00 8.41 500 

BTP-M10 M10 0.358 0.241 0.409 9.09 6.12 10.39 500 

BTP-M12 M12 0.426 0.346 0.489 10.82 8.79 12.42 500 
BTP-M16 M16 0.583 0.408 0.670 14.81 10.36 17.02 500 

BTP-M20 M20 0.724 0.512 0.811 18.39 13.00 20.60 250 
BTP-375 3/8 0.336 0.250 0.385 8.53 6.35 9.78 500 

BTP-500 1/2 0.451 0.352 0.510 11.46 8.94 12.95 500 
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PART 

NUMBER 

FITS 

THREADS 

A B C D E F G QTY 
PER 
BAG in in in in in in in 

WPP-114 M3 .394 .114 .098 .098 .394 .591 .787 250 
WPP-150 M4 .394 .150 .118 .118 .394 .591 .787 250 

WPP-177 10-24, M5 .472 .177 .118 .118 .394 .591 .787 250 

WPP-195 12-24 .561 .195 .160 .110 .500 .390 .390 250 

WPP-197-1 12-24 .394 .197 .138 .138 .394 .394 .590 250 

WPP-217 M6 .551 .217 .157 .157 .394 .591 .787 250 

WPP-225 1/4-20 .625 .225 .190 .128 .500 .390 .390 250 

WPP-285 5/16-18, M8 .591 .285 .240 .160 .500 .390 .390 250 

WPP-285-L 5/16-18, M8 .650 .285 .240 .116 .500 .383 1.00 250 

WPP-291 5/16-18, M8 .630 .291 .157 .157 .394 .591 .787 250 

WPP-315  .591 .315 .197 .197 .394 .394 .602 250 
WPP-330  .700 .330 .165 .165 .390 .530 .651 100 

WPP-345 3/8-16 .811 .345 .290 .195 .500 .390 .390 100 

WPP-362 M10 .701 .362 .197 .197 .394 .591 .984 100 

WPP-375 M10 .787 .375 .320 .214 .500 .390 .390 100 

WPP-430 M12 .787 .430 .360 .245 .500 .390 .390 100 

WPP-430-L M12 1.120 .430 .200 .200 .500 1.300 1.300 100 

WPP-433 1/2-13 .787 .433 .197 .197 .394 .591 .984 100 

WPP-445  .811 .445 .360 .245 .395 .500 .500 100 

WPP-460  1.062 .460 .390 .265 .300 .390 .390 100 
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Series WP : SILICONE WASHER PLUGS 
• Tapered design insures easy insertion for a firm fit. 
• The plug rim masks the grounding area around hole. 
• One plug can fit two hole sizes while second plug acts as a pull tab. 
• Sizes available to fit both metric and standard threads. 
• Contact our Sales Department for sizes and pricing. 
• Temperature resistant up to 315°C / 600°F and durable for repeat use. 

 
 

 

 

 

WP SERIES WASHER PLUGS 
 
 
 
 
 
 

Series FM : FLANGELESS MASKS 
• Tapering rib design with a hollow core allows for 
plugging different hole diameters. 

• The pull tab aids easy insertion and removal. 
• Sharp rib design offers thread chamfer protection without 
any masking of the surrounding area. 

• Temperature resistant up to 315°C / 600°F and durable 
for repeat use. 

 
 

 

 

FM SERIES FLANGELESS MASKS 

 
Series SNC : SILICONE CONES 
• The washer rim can act as a mask to create a grounding area around holes or studs. 
• Tapering body allows for effective sealing as a plug and the rim aids easy removal. 
• Will fit multiple diameter threads when used as a cap. 
• Temperature resistant up to 315°C / 600°F and durable for repeat use. 

 
 
 

 

 

SNC SERIES SILICONE CONES 
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PART 
NUMBER 

FITS 
THREADS 

A B C D E F G H J K QTY 
PER 
BAG in in in in in in in in in in 

WP-110 M3 .276 .110 .146 .228 .197 .291 .055 .075 .079 .079 1000 

WP-130 M6 .500 .130 .209 .295 .197 .394 .079 .118 .098 .118 1000 

WP-142  .311 .141 .181 .500 .197 .500 .091 .118 .098 .098 1000 

WP-145 M5, M4 .354 .141 .185 .283 .197 .370 .071 .094 .079 .094 1000 

WP-177 1/4-20, 3/16, M5 .394 .177 .224 .354 .197 .449 .091 .110 .091 .110 1000 

WP-200 5/16-18, M8 .374 .201 .276 .417 .197 .528 .098 .138 .102 .134 500 

WP-215 5/16-18, M8 .374 .201 .276 .500 .197 .500 .138 .177 .118 .118 500 

WP-220 M6 .492 .207 .264 .417 .197 .528 .102 .134 .102 .134 500 

WP-279 5/16-18,3/8-16, M8 .669 .280 .343 .559 .197 .685 .142 .169 .142 .169 500 

WP-346 3/8-16 .626 .346 .413 .500 .197 .500 .287 .350 .177 .177 500 

WP-378 7/16-14, M10 .827 .378 .421 .756 .197 .843 .189 .213 .189 .213 250 

WP-429 M12, M14 .945 .429 .500 .858 .197 1.00 .217 .252 .217 .252 250 

WP-551 M16 .787 .551 .689 .500 .197 .500 .453 .551 .138 .138 250 

 

PART 
NUMBER 

A B L A B L QTY 
PER 
BAG I N C H E S M I L L I M E T E R S 

FM-235 .236 .157 1.000 5.99 3.99 25.40 250 
FM-315 .315 .236 1.000 8.00 5.99 25.40 250 
FM-394 .394 .315 1.000 10.01 8.00 25.40 250 

FM-472 .472 .394 1.000 11.99 10.01 25.40 250 
FM-551 .551 .472 1.000 14.00 11.99 25.40 250 

FM-630 .630 .551 1.000 16.00 14.00 25.40 250 
FM-709 .709 .630 1.000 18.01 16.00 25.40 250 

FM-787 .787 .709 1.000 19.99 18.01 25.40 100 
FM-886 .886 .787 1.000 22.50 19.99 25.40 100 
FM-945 .945 .886 1.000 24.00 22.50 25.40 100 

FM-1024 1.024 .945 1.000 26.01 24.00 25.40 100 
FM-1102 1.102 1.024 1.000 27.99 26.01 25.40 100 

FM-1125 1.125 1.000 1.000 28.58 25.40 25.40 100 

FM-1250 1.250 1.125 1.000 31.75 28.58 25.40 100 

 

PART 
NUMBER 

A B H ID A B H ID QTY 
PER 
BAG I N   C   H   E   S M I L L I M E T E R S 

SCN-250 .500 .250 .906 .130 12.7 6.35 23.0 3.3 500 
SCN-316 .500 .316 1.000 .216 12.7 8.03 25.4 5.5 500 

SCN-335 .625 .335 1.000 .177 15.9 8.51 25.4 4.5 500 
SCN-394 .650 .394 1.102 .197 16.5 10.01 28.0 5.0 500 
SCN-400 .635 .400 1.100 .230 16.1 10.16 27.9 5.8 500 

SCN-551 .750 .551 1.417 .315 19.1 14.00 36.0 8.0 500 
SCN-689 .980 .689 1.500 .453 24.9 17.50 38.1 11.5 250 

SCN-767 1.100 .767 2.009 .532 27.9 19.48 51.0 13.5 100 

SCN-819 1.000 .819 1.929 .583 25.4 20.80 49.0 14.8 100 

SCN-866 1.220 .866 2.087 .630 31.0 22.00 53.0 16.0 100 
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Series SC : SILICONE CAPS 
• Durable enough for many repeat uses in powder 
coating, e-coating, anodizing and plating. 

• Designed for use as a cap but can be used as a plug, 
when used as a plug the round outside end aids insertion. 

• Flexible enough to fit out of round applications. 
• Smaller diameters are colour coded for size sorting. 
• Temperature resistant up to 315°C / 600°F. 

 

Silicone caps 

 

 

SILICONE CAPS 

 

PART 
NUMBER 

A B C A B C FITS OVER 
THREAD 

SIZE 

QT
Y 
PER 
BA
G 

I  N  C  H  E  S M I L L I M E T E R S   

SC .020-8 .020 .500 .060 .51 12.70 1.52  1,000 
SC .062-12 .062 .750 .060 1.57 19.05 1.52  1,000 

SC .070-16 .070 1.000 .060 1.78 25.40 1.52 M2, 2-56 1,000 

SC .080-12 .080 .750 .060 2.03 19.05 1.52  1,000 
SC .093-12 .093 .750 .060 2.36 19.05 1.52 M2.5 1,000 

SC .093-16 .093 1.000 .060 2.36 25.40 1.52  1,000 
SC .100-8 .100 .500 .060 2.54 12.70 1.52 M3, 4-40 1,000 

SC .100-16 .100 1.000 .060 2.54 25.40 1.52 M3, 4-40 1,000 
SC .109-8 .109 .500 .060 2.77 12.70 1.52  1,000 
SC .109-12 .109 .750 .060 2.77 19.05 1.52  1,000 

SC .109-16 .109 1.000 .060 2.77 25.40 1.52  1,000 
SC .125-8 .125 .500 .060 3.18 12.70 1.52 6-32 1,000 

SC .125-16 .125 1.000 .060 3.18 25.40 1.52 6-32 1,000 

SC .137-8 .137 .500 .060 3.48 12.70 1.52  1,000 
SC .137-16 .137 1.000 .060 3.48 25.40 1.52  1,000 

SC .148-12 .148 .750 .060 3.76 19.05 1.52 M4, 8-32 1,000 
SC .148-16 .148 1.000 .060 3.76 25.40 1.52 M4, 8-32 1,000 
SC .156-8 .156 .500 .060 3.96 12.70 1.52  1,000 
SC .156-16 .156 1.000 .060 3.96 25.40 1.52  1,000 
SC .156-24 .156 1.500 .060 3.96 38.10 1.52  1,000 

SC .172-8 .172 .500 .060 4.37 12.70 1.52  1,000 
SC .172-16 .172 1.000 .060 4.37 25.40 1.52 10-24 1,000 
SC .172-24 .172 1.500 .060 4.37 38.10 1.52 10-24 1,000 
SC .180-16 .180 1.000 .060 4.57 25.40 1.52 M5 1,000 
SC .187-8 .187 .500 .060 4.75 12.70 1.52 12-24 1,000 

SC .187-16 .187 1.000 .060 4.75 25.40 1.52 12-24 1,000 
SC .187-24 .187 1.500 .060 4.75 38.10 1.52  1,000 
SC .197-8 .197 .500 .060 5.00 12.70 1.52  1,000 

SC .218-16 .218 1.000 .060 5.54 25.40 1.52  1,000 
SC .223-8 .223 .500 .060 5.66 12.70 1.52 M6 1,000 

SC .223-16 .223 1.000 .060 5.66 25.40 1.52 M6 1,000 
SC .223-24 .223 1.500 .060 5.66 38.10 1.52 M6 500 
SC .234-8 .234 .500 .060 5.94 12.70 1.52 1/4-20 1,000 

SC .234-16 .234 1.000 .060 5.94 25.40 1.52 1/4-20 1,000 

SC .234-24 .234 1.500 .060 5.94 38.10 1.52 1/4-20 500 

SC .250-16 .250 1.000 .060 6.35 25.40 1.52  500 
SC .250-24 .250 1.500 .060 6.35 38.10 1.52  500 

SC .281-8 .281 .500 .060 7.14 12.70 1.52  500 

SC .281-16 .281 1.000 .060 7.14 25.40 1.52  500 

SC .295-16 .295 1.000 .060 7.49 25.40 1.52 M8, 5/16-18 500 

SC .295-24 .295 1.500 .060 7.49 38.10 1.52 M8, 5/16-18 500 
SC .312-16 .312 1.000 .060 7.92 25.40 1.52  500 

SC .312-24 .312 1.500 .060 7.92 38.10 1.52  500 
SC .340-16 .340 1.000 .060 8.64 25.40 1.52  500 

SC .355-24 .355 1.500 .060 9.02 38.10 1.52 3/8-16 500 

SC .375-8 .375 .500 .060 9.53 12.70 1.52 M10 500 
SC .375-12 .375 .750 .060 9.53 19.05 1.52 M10 500 
SC .375-16 .375 1.000 .060 9.53 25.40 1.52 M10 500 

SC .375-24 .375 1.500 .060 9.53 38.10 1.52 M10 500 

SC .406-16 .406 1.000 .060 10.31 25.40 1.52 7/16-14 500 
 

Above sizes also available in EPDM material. 
There are new sizes and styles of masks becoming available on a regular basis, please contact our Sales Department. 

 

If nothing in our standard product line suits your 
requirements please contact our Sales Department. 

 
We specialize in designing and manufacturing 

low cost custom plastic, silicone and 

rubber parts. We also do sample part prototyping 

in rubber/silicone at a very reasonable cost. 
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PART 
NUMBER 

A B C A B C FITS OVER 
THREAD 

SIZE 

QTY 
PER 
BAG I  N  C  H  E  S M I L L I M E T E R S  

SC .437-16 .437 1.000 .060 11.10 25.40 1.52  500 
SC .456-16 .456 1.000 .060 11.58 25.40 1.52 M12 500 
SC .456-24 .456 1.500 .060 11.58 38.10 1.52 M12 500 
SC .480-24 .480 1.500 .060 12.19 38.10 1.52 1/2-13 250 
SC .500-24 .500 1.500 .060 12.70 38.10 1.52  250 

SC .500-48 .500 3.000 .060 12.70 76.20 1.52  200 
SC .535-24 .535 1.500 .060 13.59 38.10 1.52 M14 250 
SC .562-24 .562 1.500 .060 14.27 38.10 1.52 M15 250 

SC .600-24 .600 1.500 .060 15.24 38.10 1.52 5/8-11 250 
SC .625-24 .625 1.500 .060 15.88 38.10 1.52 M17 250 

SC .687-24 .687 1.500 .060 17.45 38.10 1.52 M18 250 
SC .730-24 .730 1.500 .060 18.54 38.10 1.52 3/4-10 M19 250 
SC .750-24 .750 1.500 .060 19.05 38.10 1.52 M20 250 

SC .750-32 .750 2.000 .060 19.05 50.80 1.52 M20 100 
SC .812-24 .812 1.500 .060 20.62 38.10 1.52 M22 250 

SC .875-24 .875 1.500 .060 22.23 38.10 1.52 7/8-9 M23 200 
SC .937-24 .937 1.500 .060 23.80 38.10 1.52 M24 200 

SC .970-24 .970 1.500 .060 24.64 38.10 1.52 M25 200 

SC 1.000-24 1.000 1.500 .060 25.40 38.10 1.52 1”-8 M27 200 
SC 1.000-32 1.000 2.000 .060 25.40 50.80 1.52  200 

SC 1.062-24 1.062 1.500 .060 26.98 38.11 1.52  200 
SC 1.125-24 1.125 1.500 .060 28.58 38.10 1.52 M30 200 

SC 1.187-24 1.187 1.500 .060 30.16 38.11 1.52  200 

SC 1.250-24 1.250 1.500 .060 31.75 38.10 1.52 M33 200 
SC 1.350-28 1.350 1.750 .060 34.30 44.46 1.52 M36 100 

SC 1.500-24 1.500 1.500 .060 38.10 38.10 1.52 M39 100 
SC 1.625-32 1.625 2.000 .060 41.28 50.80 1.52  50 

SC 1.750-32 1.750 2.000 .060 44.45 50.80 1.52  50 

SC 1.875-32 1.875 2.000 .060 47.63 50.80 1.52  50 
SC 2.000-32 2.000 2.000 .060 50.81 50.81 1.52  50 
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Series SFC : SILICONE FLANGE CAPS 
• Internal ring design cuts down surface 
friction allowing easy application. 

• Internal ring diameter should be at least 
10% smaller than the masked part O.D. 

• Temperature resistant up to 315°C / 600°F 
and durable for repeat use. 

 

 

SFC SERIES SILICONE FLANGE  CAPS 
 

Silicone flange caps 
 

PART 
NUMBE
R 

A B C L WALL A B C L WALL 

I N C H E S M  I  L  L  I  M  E T E  R  S   

SFC-125 .125 .650 .250 2.000 .100 3.18 16.51 6.35 50.80 2.54 
SFC-157 .157 .682 .282 1.180 .100 3.99 17.32 7.16 29.97 2.54 
SFC-180 .180 .705 .305 2.000 .100 4.57 17.91 7.75 50.80 2.54 

SFC-187 .187 .712 .312 1.377 .100 4.75 18.08 7.92 34.98 2.54 
SFC-234 .234 .759 .359 2.000 .100 5.94 19.28 9.12 50.80 2.54 

SFC-236 .236 .761 .361 1.180 .100 5.99 19.33 9.17 29.97 2.54 
SFC-255 .255 .780 .380 .910 .100 6.48 19.81 9.65 23.11 2.54 

SFC-275 .275 .800 .400 1.180 .100 6.99 20.32 10.16 29.97 2.54 

SFC-294 .294 .819 .419 1.330 .100 7.47 20.80 10.64 33.78 2.54 
SFC-315 .315 .840 .440 .974 .100 8.00 21.34 11.18 24.74 2.54 

SFC-355 .355 .880 .480 1.500 .100 9.02 22.35 12.19 38.10 2.54 
SFC-375 .375 .900 .500 1.421 .100 9.53 22.86 12.70 36.09 2.54 
SFC-438 .438 .963 .563 .950 .100 11.13 24.46 14.30 24.13 2.54 

SFC-451 .451 .976 .576 1.215 .100 11.46 24.79 14.63 30.86 2.54 
SFC-485 .485 1.010 .610 1.013 .100 12.32 25.56 15.49 25.73 2.54 

SFC-531 .531 1.056 .656 1.180 .100 13.49 26.82 16.66 29.97 2.54 
SFC-608 .608 1.133 .733 1.180 .100 15.44 28.78 18.62 29.97 2.54 

 

Series WC : WASHER CAPS 
• Washer rim creates a grounding 
area for studs. 

• Flexible enough to fit out of round parts. 
• Temperature resistant up to 315°C 
/ 600°F and durable for repeat 
use. 

 

 

 

 

Washer caps 
 

PART 

NUMBER 

A B C A B C QTY 
PER 
BOX I N C H E S M I L L I M E  T E R S   

WC 0106X0472-G 0.106 0.472 1.000 2.7 12.0 25.4 500 
WC 0125X0500 0.125 0.500 1.000 3.2 12.7 25.4 500 

W0140X0500 0.140 0.500 1.000 3.6 12.7 25.4 500 
WC 0146X472-N 0.146 0.472 1.000 3.7 12.0 25.4 500 
WC 0156X0500 0.156 0.500 1.000 4.0 12.7 25.4 500 

WC 0172X0500 0.172 0.500 1.000 4.4 12.7 25.4 500 
WC 0180X0600 0.180 0.600 1.000 4.6 15.2 25.4 500 
WC 0220X0590-R 0.220 0.590 1.000 5.6 15.0 25.4 500 
WC 0220X0787 0.220 0.787 1.000 5.6 20.0 25.4 500 
WC 0240X0500 0.240 0.500 1.000 6.1 12.7 25.4 250 

WC 0295X0500 0.295 0.500 1.000 7.5 12.7 25.4 250 
WC 0295X0700 0.295 0.700 1.000 7.5 17.8 25.4 250 

WC 0295X1000 0.295 1.000 1.000 7.5 25.4 25.4 250 

WC 0300X0675 0.300 0.675 1.000 7.6 17.1 25.4 250 
WC 0375X0825 0.375 0.825 1.500 9.5 21.0 38.1 250 

 

 
 
 
 
 

WC SERIES WASHER CAPS 
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There are new sizes and styles of masks becoming available on a regular basis, please contact our Sales Department. 
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Series CRDF : FLEXIBLE SILICONE FOAM CORD 
• Easily compresses to seal off grooves and through 
holes. 

• Seals irregular shaped holes. 
• Closed cell foam that will not absorb liquids. 
• To insure a seal the cord should be 5-10% larger than 
the hole or groove bring masked. 

Series SLT : SILICONE TUBING 
• fits over studs, pins and tubing 
• cut to any length required 
• conforms to irregular shapes 

 

 
 

OD 

 
 

CRDF SERIES FLEXIBLE CORD SLT SERIES TUBING 
 

Flexible silicone foam 
cord 

Silicone tubing 

 

 

 

PART 
NUMBER 

ID L WALL 

IN. mm FT/Roll IN. mm 

SLT-040 .040 1.00 100 .0625 1.59 
SLT-062 .062 1.60 100 .0625 1.59 
SLT-080 .080 2.00 100 .0625 1.59 

SLT-093 .093 2.40 100 .0625 1.59 
SLT-109 .109 2.80 100 .0625 1.59 

SLT-125 .125 3.20 100 .0625 1.59 
SLT-140 .140 3.60 100 .0625 1.59 

SLT-156 .156 4.00 100 .0625 1.59 
SLT-172 .172 4.40 100 .0625 1.59 
SLT-187 .187 4.70 100 .0625 1.59 

SLT-203 .203 5.20 100 .0625 1.59 
SLT-218 .218 5.50 100 .0625 1.59 

SLT-234 .234 5.90 100 .0625 1.59 

SLT-250 .250 6.40 100 .0625 1.59 
SLT-281 .281 7.10 50 .0625 1.59 

SLT-312 .312 7.90 50 .0625 1.59 
SLT-343 .343 8.70 50 .0625 1.59 

SLT-375 .375 9.50 50 .0625 1.59 

SLT-406 .406 10.30 50 .0625 1.59 

SLT-437 .437 11.10 50 .0625 1.59 

SLT-500 .500 12.70 50 .0625 1.59 
SLT-625 .625 15.90 50 .0625 1.59 

SLT-750 .750 19.10 50 .0625 1.59 

SLT-875 .875 22.20 50 .0625 1.59 
SLT-937 .937 23.80 50 .0625 1.59 

SLT-1000 1.000 25.40 50 .0625 1.59 
SLT-1125 1.125 28.60 25 .0625 1.59 
SLT-1250 1.250 31.80 25 .0625 1.59 

SLT-1375 1.375 34.90 25 .0625 1.59 
SLT-1500 1.500 38.10 25 .0625 1.59 

SLT-1625 1.625 41.30 25 .0625 1.59 
SLT-1750 1.750 44.50 25 .0625 1.59 
SLT-1875 1.875 47.60 25 .0625 1.59 

SLT-2000 2.000 50.80 25 .0625 1.59 

 

PART 
NUMBER 

OD Length 
FT/Roll INCHES MM 

CRDF0125 .125 3.20 50 
CRDF0187 .187 4.70 50 

CRDF0250 .250 6.40 50 

CRDF0312 .312 7.90 50 
CRDF0375 .375 9.50 50 

CRDF0437 .437 11.10 50 
CRDF0500 .500 12.70 25 
CRDF0562 .562 14.28 25 

CRDF0625 .625 15.90 25 
CRDF0687 .687 17.45 25 

CRDF0750 .750 19.05 25 
CRDF0813 .812 20.63 25 

CRDF0875 .875 22.23 25 
CRDF0937 .937 23.81 25 

CRDF1000 1.000 25.41 25 

CRDF1125 1.125 28.58 25 
CRDF1250 1.250 31.76 25 

CRDF1500 1.500 38.11 25 

CRDF1750 1.750 44.46 25 
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There are new sizes and styles of masks becoming available on a regular basis, please contact our Sales Department. 
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Note: Custom 
Die-Cut shapes 
and Diameters 
up to 18” are 
available upon 
request. 

 
High Temperature Masking Discs 

 
Polyester 
Withstands temperatures up to 204°C/400°F. 
Request samples from our Sales Department 
for testing BEFORE using in your application. 

Polyimide 
Withstands temperatures up to 260°C/500°F 
(1mil film thickness). Withstands up to 
315°C/600°F (2mil film thickness). Request 
samples from our Sales Department for testing 
BEFORE using in your application. 

 
 
 
 
 
 
 

 
Polyester or Polyimide. 

 

Hitemp Green Polyester Masking Tape SILICONE 
A true high performance, general purpose 
insulator and high-temperature mask. It is 
an excellent electrical insulator and will 
withstand temperatures up to 260°C/500°F. 

 
Triangle Profile Self-Fusing 
Silicone Tape (Non-Adhesive) 

 

Standard tape widths up to 6” available. Larger custom widths 
are also available. 

Hitemp Amber Polyimide Masking Tape 
 

PART 
NUMBER 

MATERIAL WIDT
H 
INCHES 

WIDTH 
MILLIMETERS 

THICKNESS 
(MILS) 

YARDS 
PER ROLL 

KTape 1/4” POLYIMIDE .250 6.35 1 36 
KTape 1/2” POLYIMIDE .500 12.70 1 36 
KTape 3/4” POLYIMIDE .750 19.05 1 36 

KTape 1” POLYIMIDE 1.000 25.41 1 36 
KTape 11/2” POLYIMIDE 1.500 38.11 1 36 

KTape 2” POLYIMIDE 2.000 50.81 1 36 

Standard tape widths up to 6” available. Larger custom widths 
are also available. 

 

There are new sizes and styles of masks becoming available on a regular basis, please contact our Sales Department. 

Diameter 
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PART 
NUMBER 

AVAILABLE 
MATERIAL 

DIAMETER 
INCHES 

DIAMETER 
MILLIMETERS 

QTY 
PER ROLL 

1/8” discs POLYESTER/POLYIMIDE .125 3.18 2,000 
3/16” discs POLYESTER/POLYIMIDE .187 4.75 2,000 
1/4” discs POLYESTER/POLYIMIDE .250 6.35 2,000 

5/16” discs POLYESTER/POLYIMIDE .312 7.93 2,000 
3/8” discs POLYESTER/POLYIMIDE .375 9.53 2,000 

7/16” discs POLYESTER/POLYIMIDE .437 11.10 2,000 
1/2” discs POLYESTER/POLYIMIDE .500 12.70 2,000 

9/16” discs POLYESTER/POLYIMIDE .562 14.28 2,000 
5/8” discs POLYESTER/POLYIMIDE .625 15.88 2,000 

11/16” discs POLYESTER/POLYIMIDE .687 17.45 1,000 
3/4” discs POLYESTER/POLYIMIDE .750 19.05 1,000 

13/16” discs POLYESTER/POLYIMIDE .812 20.63 1,000 
7/8” discs POLYESTER/POLYIMIDE .875 22.23 500 

15/16” discs POLYESTER/POLYIMIDE .937 23.81 500 
1” discs POLYESTER/POLYIMIDE 1.000 25.41 500 

11/16” discs POLYESTER/POLYIMIDE 1.062 26.98 500 
11/8” discs POLYESTER/POLYIMIDE 1.125 28.58 500 

13/16” discs POLYESTER/POLYIMIDE 1.187 30.16 500 
11/4” discs POLYESTER/POLYIMIDE 1.250 31.76 500 

15/16” discs POLYESTER/POLYIMIDE 1.312 33.33 500 

13/8” discs POLYESTER/POLYIMIDE 1.375 34.93 500 
17/16” discs POLYESTER/POLYIMIDE 1.437 36.51 500 
11/2” discs POLYESTER/POLYIMIDE 1.500 38.11 500 

19/16” discs POLYESTER/POLYIMIDE 1.562 39.68 500 
15/8” discs POLYESTER/POLYIMIDE 1.625 41.29 250 

111/16” discs POLYESTER/POLYIMIDE 1.687 42.86 250 
13/4” discs POLYESTER/POLYIMIDE 1.750 44.46 250 

113/16” discs POLYESTER/POLYIMIDE 1.812 46.04 250 
17/8” discs POLYESTER/POLYIMIDE 1.875 47.64 250 

115/16” discs POLYESTER/POLYIMIDE 1.937 49.21 250 

2” discs POLYESTER/POLYIMIDE 2.000 50.81 100 
3” discs POLYESTER/POLYIMIDE 3.000 76.22 100 

4” discs POLYESTER/POLYIMIDE 4.000 101.63 100 

 

PART 
NUMBER 

MATERIAL WIDTH 
INCHES 

WIDTH 
MILLIMETERS 

THICKNESS 
(MILS) 

YARDS 
PER ROLL 

PTape  1/4” POLYESTER .250 6.35 2 72 
PTape  1/2” POLYESTER .500 12.70 2 72 

PTape  3/4” POLYESTER .750 19.05 2 72 

PTape  1” POLYESTER 1.000 25.41 2 72 
PTape  11/2” POLYESTER 1.500 38.11 2 72 

PTape  2” POLYESTER 2.000 50.81 2 72 

 
PART 

NUMBER 
WIDTH 

(INCHES) 
THICKNESS 

(MILS) 
YARDS/ 
ROLL 

SILTAPE 1” 1.00 20 12 
SILTAPE 11/2” 1.50 20 12 
SILTAPE 2” 2.00 20 12 

 



There are new sizes and styles of vinyl parts becoming available on a regular basis, please contact our Sales Department. 

For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
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ROUND CAPS 
Applications Include: 

• Dust and Moisture Seals 

• Masks during painting, plating, 

coating and shot blasting 
• Covers for bolts and seals 

• Thread Protectors 
• Shipping Caps 
• Insulators 
• Pipe Caps 

Materials available: 

Standard 
High-Temperature 
Non-Staining for Copper Tubing 
Anti-Static 
Textured 
FDA Approved 
UL-Qualifiable 

 

 

ROUND CAPS 

• Cable End Seals 
Round Caps 

 

  

 

 

Wall thickness “C” is measured approximately 1/4” from the opened end, increasing slightly toward the closed end. 

*The Lengths listed above are maximum lengths. 
Minimum length is 1/4”. Lengths can be adjusted in 1/16” increments up to the maximum. Length is measured from the inside along the side wall, 
not to the center. Length tolerance is ± 1/16”. 

A 
DIAMETER 

B 
MAX LENGTH 

A 
DIAMETER 

B 
MAX LENGTH 

I  N  C  H  E  S M I L L I M E T E R S  

.812 2.000 20.63 50.81 

.843 2.000 21.42 50.81 

.855 2.000 21.72 50.81 

.875 2.000 22.23 50.81 

.905 2.000 22.99 50.81 

.922 2.000 23.42 50.81 

.937 2.000 23.81 50.81 

.980 2.000 24.90 50.81 

1.000 2.000 25.41 50.81 

1.040 2.000 26.42 50.81 

1.062 2.000 26.98 50.81 
1.125 2.000 28.58 50.81 

1.187 2.000 30.16 50.81 
1.250 2.000 31.76 50.81 

1.312 2.000 33.33 50.81 

1.375 2.000 34.93 50.81 
1.437 2.000 36.51 50.81 

1.500 2.000 38.11 50.81 

1.625 1.500 41.29 38.11 

1.670 2.000 42.43 50.81 

1.687 1.500 42.86 38.11 
1.750 2.000 44.46 50.81 
1.875 2.000 47.64 50.81 

2.000 2.000 50.81 50.81 

2.125 2.000 53.99 50.81 

2.250 2.000 57.16 50.81 
2.375 2.000 60.34 50.81 

2.500 2.000 63.52 50.81 
2.625 1.500 66.69 38.11 

2.750 2.000 69.87 50.81 

2.875 2.000 73.04 50.81 
3.000 2.000 76.22 50.81 

3.125 2.000 79.40 50.81 

3.250 2.000 82.57 50.81 

3.375 2.000 85.75 50.81 

3.500 2.000 88.92 50.81 
3.625 2.000 92.10 50.81 
4.000 2.000 101.63 50.81 

4.250 2.000 107.98 50.81 

4.375 2.000 111.15 50.81 

4.437 2.000 112.73 50.81 
4.750 2.000 120.68 50.81 

5.500 2.000 139.74 50.81 

 

A 
DIAMETER 

B 
MAX LENGTH 

A 
DIAMETER 

B 
MAX LENGTH 

I  N  C  H  E  S M I L L I M E T E R S  

.062 .750 1.58 19.05 

.070 1.000 1.78 25.41 

.080 1.000 2.03 25.41 

.093 1.000 2.36 25.41 

.110 1.000 2.79 25.41 

.125 1.500 3.18 38.11 

.140 1.500 3.56 38.11 

.148 1.500 3.76 38.11 

.156 1.500 3.96 38.11 

.172 1.500 4.37 38.11 

.180 2.000 4.57 50.81 

.187 2.000 4.75 50.81 

.207 2.000 5.26 50.81 

.221 2.000 5.62 50.81 

.228 2.000 5.79 50.81 

.234 2.000 5.95 50.81 

.240 2.000 6.10 50.81 

.250 2.000 6.35 50.81 

.281 2.000 7.14 50.81 

.300 2.000 7.62 50.81 

.312 2.000 7.93 50.81 

.343 2.000 8.71 50.81 

.360 2.000 9.15 50.81 

.375 2.000 9.53 50.81 

.390 2.000 9.91 50.81 

.405 2.000 10.29 50.81 

.422 2.000 10.72 50.81 

.437 2.000 11.10 50.81 

.470 2.000 11.94 50.81 

.485 2.000 12.32 50.81 

.500 2.000 12.70 50.81 

.531 2.000 13.49 50.81 

.544 2.000 13.82 50.81 

.562 2.000 14.28 50.81 

.600 2.000 15.24 50.81 

.610 2.000 15.50 50.81 

.615 2.000 15.63 50.81 

.625 2.000 15.88 50.81 

.670 2.000 17.02 50.81 

.687 2.000 17.45 50.81 

.720 2.000 18.29 50.81 

.735 2.000 18.67 50.81 

.750 2.000 19.05 50.81 
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There are new sizes and styles of vinyl parts becoming available on a regular basis, please contact our Sales Department. 

For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
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ROUND GRIPS FINGER GRIPS HANGER GRIPS 
 

Round Grips Finger Grips 
 

A 
DIAMETER 

B 
MAX LENGTH** 

A 
DIAMETER 

B 
MAX LENGTH** 

I  N  C  H  E    S M I L L I M E T E R  S 

.750 4.500 19.05 114.33 

.875 4.500 22.23 114.33 
1.000 4.500 25.41 114.33 

1.187 4.500 30.16 114.33 
1.250 4.500 31.76 114.33 

 

Hanger Grips 
 

A 
DIAMETER 

B 
MAX LENGTH** 

A 
DIAMETER 

B 
MAX LENGTH** 

I  N  C  H  E    S M I L L I M E T E R  S 

.625 4.500 15.88 114.33 

.750 4.500 19.05 114.33 

.875 4.500 22.23 114.33 

1.000 4.500 25.41 114.33 
1.250 4.500 31.76 114.33 

The Lengths listed above are 
maximum lengths. 
**Length can be adjusted in 1/16” increments 
beginning at 4.500”. For sizes not listed please 
contact a Alberta Casters sales person. 

 

The Lengths listed above are maximum lengths. 
*Length can be adjusted in 1/16” increments beginning at 1/4”. 
For sizes not listed please contact a Alberta Casters 
Salesperson. 

 
 

  

 

High Gloss Finish Soft Texture Finish Matte Finish 
 

  

 

Double Dip Grips Foam Grips Custom Designs 

v
in

y
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u
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ts

 

A 
DIAMETER 

B 
MAX LENGTH* 

A 
DIAMETER 

B 
MAX LENGTH* 

I   N   C   H   E   S M I L L I M E T E R S 

.187 6.000 4.75 152.44 

.207 4.000 5.26 101.63 

.250 6.000 6.35 152.44 

.281 6.000 7.14 152.44 

.312 8.000 7.93 203.25 

.343 8.000 8.71 203.25 

.375 14.000 9.53 355.69 

.437 8.000 11.10 203.25 

.500 12.000 12.70 304.88 

.531 8.000 13.49 203.25 

.562 8.000 14.28 203.25 

.625 16.000 15.88 406.50 

.687 4.000 17.45 101.63 

.735 4.750 18.67 120.68 

.750 24.000 19.05 609.76 

.812 13.000 20.63 330.28 

.843 4.500 21.42 114.33 

.875 14.000 22.23 355.69 

.905 3.500 22.99 88.93 

.922 16.000 23.42 406.50 

.937 26.000 23.81 660.57 

.980 5.000 24.90 127.03 

 

A 
DIAMETER 

B 
MAX LENGTH* 

A 
DIAMETER 

B 
MAX LENGTH* 

I   N   C   H   E   S M I L L I M E T E R S 

1.000 26.000 25.41 660.57 
1.062 26.000 26.98 660.57 

1.125 12.000 28.58 304.88 
1.250 26.000 31.76 660.57 
1.375 26.000 34.93 660.57 

1.500 26.000 38.11 660.57 
1.750 26.000 44.46 660.57 

1.875 3.000 47.64 76.22 

2.000 8.000 50.81 203.25 
2.125 5.000 53.99 127.03 

2.250 5.000 57.16 127.03 
2.375 5.000 60.34 127.03 
2.500 6.000 63.52 152.44 

2.750 3.000 69.87 76.22 
3.000 6.000 76.22 152.44 

3.250 3.500 82.57 88.93 
3.375 3.000 85.75 76.22 

3.500 3.000 88.92 76.22 
3.625 3.500 92.10 88.93 
4.000 3.500 101.63 88.93 

4.750 4.000 120.68 101.62 

 



There are new sizes and styles of vinyl parts becoming available on a regular basis, please contact our Sales Department. 

For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
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Rectangular & Square  CAPS  & Grips 
Applications include: 

• Ball Valve Handle Covers 
• Wheel Adjustment Lever Covers for Lawn Mowers 
• Masks during painting, plating, coating and shot blasting 

• Grips for Tools & Lever Handles SQUARE CAPS/GRIPS 

 

Square Caps/Grips 
 

A 
INSIDE 

THICKNESS 

B 
INSIDE 
WIDTH 

C 
MAXIMUM 

LENGTH* 

I N C H E S 

.250 .250 2.00 

.500 .500 3.00 

.625 .625 3.00 

.750 .750 4.00 

1.000 1.000 3.75 

1.250 1.250 4.25 
1.500 1.500 2.00 

1.750 1.750 2.00 

1.875 1.875 4.00 
2.000 2.000 4.00 

3.500 3.500 4.00 
4.000 4.000 3.00 

A 
INSIDE 

THICKNESS 

B 
INSIDE 
WIDTH 

C 
MAXIMUM 

LENGTH* 

M  I  L  L  I  M  E  T  E  R 

6.35 6.35 50.81 
12.70 12.70 76.22 

15.88 15.88 76.22 

19.05 19.05 101.63 
25.41 25.41 95.27 

31.76 31.76 107.98 
38.11 38.11 50.81 

44.46 44.46 50.81 

47.64 47.64 101.63 
50.81 50.81 101.63 

88.92 88.92 101.63 
101.63 101.63 76.22 

 
Wall thickness “D” is measured 
approximately 1/4” from the 
opened end, increasing slightly 
toward the closed end. 

 
The Lengths listed above 
are maximum lengths. 
Minimum length is 1/4”. 
Lengths can be adjusted in 1/16” 
increments up to the maximum. 
Length is measured from the 
inside along the side wall, not to 
the center. Exception applies to 
the round end rectangular style 
cap (see page 59) which is 
measured to the center. 

Length tolerance is ± 1/16”. 
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There are new sizes and styles of vinyl parts becoming available on a regular basis, please contact our Sales Department. 

For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
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RECTANGULAR CAPS/GRIPS 
with FLAT END (F) 

RECTANGULAR CAPS/GRIPS 
with ROUND END (R) 

Rectangular Caps & Grips 
 

 

 

A 
INSIDE 

THICKNESS 

B 
INSIDE 
WIDTH 

C 
MAXIMUM 

LENGTH* 

A 
INSIDE 

THICKNESS 

B 
INSIDE 
WIDTH 

C 
MAXIMUM 

LENGTH* 

I N C H E S M  I  L  L  I  M  E  T  E  R  S 

.187 3.000 4 (F) 4.75 76.22 101.63 

.250 .365 4 (R) 6.35 9.27 101.63 

.250 .500 4 (R&F) 6.35 12.70 101.63 

.250 .562 2 (F) 6.35 14.28 50.81 

.250 .615 4 (R&F) 6.35 15.63 101.63 

.250 .740 4 (R&F) 6.35 18.80 101.63 

.250 .865 4 (R&F) 6.35 21.98 101.63 

.250 .990 4 (R&F) 6.35 25.15 101.63 

.250 1.110 4 (F) 6.35 28.20 101.63 

.250 1.240 4 (R&F) 6.35 31.50 101.63 

.250 1.312 4 (F) 6.35 33.33 101.63 

.250 1.490 4 (F) 6.35 37.86 101.63 

.250 1.740 4 (F) 6.35 44.21 101.63 

.250 1.990 4 (R) 6.35 50.56 101.63 

.250 2.115 4 (R) 6.35 53.73 101.63 

.250 4.000 3 (F) 6.35 101.63 76.22 

.312 .615 4 (R) 7.93 15.63 101.63 

.312 .667 4 (F) 7.93 16.95 101.63 

.312 .750 3 (R) 7.93 19.05 76.22 

.312 .990 4 (F) 7.93 25.15 101.63 

.312 1.240 4 (F) 7.93 31.50 101.63 

.312 1.375 4 (F) 7.93 34.93 101.63 

.312 1.490 4.5 (F) 7.93 37.86 114.33 

.312 1.740 4 (F) 7.93 44.21 101.63 

.375 .500 4 (R) 9.53 12.70 101.63 

.375 .600 2 (F) 9.53 15.24 50.81 

.375 .615 5 (R) 9.53 15.63 127.03 

.375 .660 3 (R) 9.53 16.77 76.22 

.375 .740 4 (R) 9.53 18.80 101.63 

.375 .875 4 (R) 9.53 22.23 101.63 

.375 .990 4(F) 9.53 25.15 101.63 

.375 1.115 4 (F) 9.53 28.33 101.63 

.375 1.240 4 (F) 9.53 31.50 101.63 

.375 1.490 4 (F) 9.53 37.86 101.63 

.375 1.600 4.5 (F) 9.53 40.65 114.33 

.500 .615 4 (R&F) 12.70 15.63 101.63 

.500 .740 4 (F) 12.70 18.80 101.63 

.500 .812 4 (F) 12.70 20.63 101.63 

.500 .990 4 (R) 12.70 25.15 101.63 

.500 1.240 4 (R&F) 12.70 31.50 101.63 

.500 1.375 4 (F) 12.70 34.93 101.63 

.500 1.490 4 (F) 12.70 37.86 101.63 

.500 2.000 3 (F) 12.70 50.81 76.22 

.625 .865 4 (R) 15.88 21.98 101.63 

.625 1.750 3 (F) 15.88 44.46 76.22 

.750 .990 4 (F) 19.05 25.15 101.63 

.812 1.625 3 (F) 20.63 41.29 76.22 
1.000 2.000 4 (F) 25.41 50.81 101.63 

 

A 
INSIDE 

THICKNESS 

B 
INSIDE 
WIDTH 

C 
MAXIMUM 

LENGTH* 

A 
INSIDE 

THICKNESS 

B 
INSIDE 
WIDTH 

C 
MAXIMUM 

LENGTH* 

I N C H E S M  I  L  L  I  M  E  T  E  R  S 

.062 .310 1 (R) 1.58 7.88 25.41 

.062 .365 3 (R) 1.58 9.27 76.22 

.062 .430 3 (R) 1.58 10.92 76.22 

.062 .470 3 (R) 1.58 11.94 76.22 

.062 .495 3 (R&F) 1.58 12.58 76.22 

.062 .620 3 (R) 1.58 15.75 76.22 

.062 .700 3 (R) 1.58 17.78 76.22 

.062 .740 3 (R) 1.58 18.80 76.22 

.062 .865 3 (R) 1.58 21.98 76.22 

.062 1.170 3 (R&F) 1.58 29.73 76.22 

.062 1.200 3 (R) 1.58 30.49 76.22 

.062 1.250 3 (R) 1.58 31.76 76.22 

.062 1.290 3 (F) 1.58 32.77 76.22 

.080 .373 3 (F) 2.03 9.48 76.22 

.080 .720 3 (R) 2.03 18.29 76.22 

.080 .865 3 (R) 2.03 21.98 76.22 

.090 .440 3 (R) 2.29 11.18 76.22 

.090 .495 3 (F) 2.29 12.58 76.22 

.090 .800 3 (F) 2.29 20.33 76.22 

.090 .970 3 (R&F) 2.29 24.64 76.22 

.090 1.490 3 (F) 2.29 37.86 76.22 

.100 1.125 3 (F) 2.54 28.58 76.22 

.125 .240 3 (R) 3.18 6.10 76.22 

.125 .365 3 (R) 3.18 9.27 76.22 

.125 .427 3 (R) 3.18 10.85 76.22 

.125 .468 3 (F) 3.18 11.89 76.22 

.125 .490 4 (F) 3.18 12.45 101.63 

.125 .550 4 (R) 3.18 13.97 101.63 

.125 .615 4 (R) 3.18 15.63 101.63 

.125 .740 4 (R&F) 3.18 18.80 101.63 

.125 .865 4 (F) 3.18 21.98 101.63 

.125 .990 4 (R&F) 3.18 25.15 101.63 

.125 1.000 4 (F) 3.18 25.41 101.63 

.125 1.240 4 (F) 3.18 31.50 101.63 

.125 1.490 4 (F) 3.18 37.86 101.63 

.125 3.000 2 (F) 3.18 76.22 50.81 

.155 .740 4 (R) 3.94 18.80 101.63 

.187 .365 4 (R) 4.75 9.27 101.63 

.187 .430 4 (R) 4.75 10.92 101.63 

.187 .490 4 (R) 4.75 12.45 101.63 

.187 .615 4 (F) 4.75 15.63 101.63 

.187 .687 4 (F) 4.75 17.45 101.63 

.187 .740 4 (R) 4.75 18.80 101.63 

.187 .865 4 (F) 4.75 21.98 101.63 

.187 .990 4 (R&F) 4.75 25.15 101.63 

.187 1.240 4 (R&F) 4.75 31.50 101.63 

.187 1.312 3.5 (R) 4.75 33.33 88.92 

.187 1.490 4 (F) 4.75 37.86 101.63 

.187 1.937 3 (F) 4.75 49.21 76.22 
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PULL TABS VENTED PULL TABS GRAB TABS 
 

Pull Tabs 
 

 

 

 

Vented Pull Tabs  

GRAB TABS 
New tab design provides 
more surface area to grab. 
The ergonomic finger tab 
is perfect for continuous 
removal and installation 
processes. 

Available in standard and 
high-temperature 

formulations. 

Pull Tabs are ideal for: 

• Thread protectors 
• Paint masks 
• Shipping caps 
• Dust caps 

Grab Tabs 

 
Wall thickness “C” is measured approximately 1/4” 
from the open end. 

 

*The Lengths listed above are maximum lengths. 
Minimum length is 1/4”. Lengths can be adjusted in 1/16” 
increments up to the maximum. Length is measured from the 
inside wall, not to the center. Length tolerance is ± 1/16”. 

A 
DIAMETER 

B 
MAX LENGTH* 

A 
DIAMETER 

B 
MAX LENGTH* 

I   N   C   H   E   S M I L L I M E T E R S  

.187 .750 4.75 19.05 

.207 1.500 5.26 38.11 

.240 1.500 6.10 38.11 

.250 1.500 6.35 38.11 

.300 1.500 7.62 38.11 

.312 1.500 7.93 38.11 

.360 1.500 9.15 38.11 

.375 1.500 9.53 38.11 

.437 1.500 11.10 38.11 

.490 1.500 12.45 38.11 

.521 1.500 13.24 38.11 

.552 1.500 14.02 38.11 

.600 1.500 15.24 38.11 

.615 1.500 15.63 38.11 

.677 1.500 17.20 38.11 

.740 1.500 18.80 38.11 

.843 1.500 21.42 38.11 

.990 1.500 25.15 38.11 
1.250 3.500 31.76 88.92 
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PART 
NUMBER 

INSIDE TAPERED DIAMETER 

DIAMETER 
WALL 

THICKNESS 

VPT-1 .278” to .346” .050” 

VPT-2 .306” to .364” .060” 

VPT-25 .336” to .374” .060” 

VPT-3 .446” to .508” .060” 

VPT-4 .494” to .549” .060” 

VPT-6 .672” to .880” .060” 

 

A 
DIAMETER 

B 
MAX LENGTH* 

A 
DIAMETER 

B 
MAX LENGTH* 

I   N   C   H   E   S M I L L I M E T E R S 

.215 2.000 5.46 50.81 

.240 2.000 6.10 50.81 

.250 2.000 6.35 50.81 

.303 2.000 7.70 50.81 

.313 2.000 7.95 50.81 

.365 2.000 9.27 50.81 

.386 2.000 9.81 50.81 

.427 2.000 10.85 50.81 

.490 2.000 12.45 50.81 

.521 2.000 13.24 50.81 

.530 2.000 13.47 50.81 

.552 2.000 14.02 50.81 

.615 2.000 15.63 50.81 

.677 2.000 17.20 50.81 

.735 2.000 18.67 50.81 

.740 2.000 18.80 50.81 

.797 2.000 20.25 50.81 

.860 2.000 21.85 50.81 

.937 2.000 23.81 50.81 

.985 2.000 25.03 50.81 

1.060 2.000 26.93 50.81 
1.125 2.000 28.58 50.81 

1.250 2.000 31.76 50.81 

 



For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
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PluG 
Thread Sizes 

Part     NPT/  Stan- 
No. BSP   dard Metric 

CAP 
Thread Sizes 

NPT/  Stan- 
BSP    dard    Metric 

TO  PluG 
Dimensions 
TO  CAP Standard 

A 
in mm 

B 
in mm 

C 
in mm 

D 
in mm 

E 
in mm 

F Package 
in mm    Pieces    Lbs. 

 

 

 
 

Our most versatile closures! 
Tapered body provides firm friction 
fit when used as either a cap or a 
plug. Design lends itself for a secure 
fit and easy removal. Provides 
excellent protection against damage, 
dirt or moisture that occurs during 
manufacturing, storage or shipping. 
Recommended for all threaded 
(Unified and NPT) and non-threaded, 
internal and external fittings. 

Tapered series 
When used as a PLUG: “B” dimension should be 
at least .020" larger than diameter to be plugged. 
Larger diameters may require more interference. 

When used as a CAP: “C” dimension should be at 
least .020" less than diameter to be capped. Larger 
diameters may require more interference. 

 

Specifications 
• Material: Low-Density Polyethylene 
• Optional Material: Flexible TPR: Protection Up To 300°F 

• Colour:  Orange • Applicable Spec: MIL-C-5501/7 

 
The bulk packages of 10,000 or more pieces will 
not have any breakage charges applied unless the 
ordered quantity is less than 5000 pieces 

 
 
 
 

234-A – 10/32 M5 – – M2/M2.5 .116 2.95 .181 4.60 .052 1.32 .117 2.97 .41 10.41 .31 7.87 25000 7 

235-C – 1/4 M6 – – M3/M3.5 .174 4.42 .241 6.12 .110 2.79 .177 4.50 .41 10.41 .38 9.65 30000 11 

235-T – – – – – M4 .210 5.33 .275 6.99 .146 3.71 .211 5.36 .34 8.64 .45 11.43 10000 5 

235-V – – M7 – – M4.5 .209 5.31 .269 6.83 .150 3.81 .210 5.33 .34 8.64 .38 9.65 15000 6 

236-X – 5/16 M8x1 – – M5 .239 6.07 .303 7.70 .175 4.45 .239 6.07 .38 9.65 .47 11.94 45000 23 

236-L – – – – – M6 .267 6.78 .335 8.51 .205 5.21 .273 6.93 .41 10.41 .47 11.94 20000 11 

237-Y – 3/8 M10x1.25 – 5/16 M7 .299 7.59 .367 9.32 .235 5.97 .303 7.70 .41 10.41 .50 12.70 25000 16 

229-Z 1/8 – – – – – .331 8.41 .397 10.08 .267 6.78 .333 8.46 .38 9.65 .56 14.22 15000 11 

238-D – 7/16 M12 – – M8x1 .362 9.19 .428 10.87 .298 7.57 .364 9.25 .41 10.41 .56 14.22 20000 15 

239-E – – M12x1.25 – 3/8 – .392 9.96 .459 11.66 .328 8.33 .395 10.03 .41 10.41 .59 14.99 20000 17 

181 1/4 1/2 M14 1/8 – M10x1.25 .422 10.72 .486 12.34 .358 9.09 .422 10.72 .41 10.41 .62 15.75 20000 19 

240 – – M14x1.5 – 7/16 – .448 11.38 .512 13.00 .384 9.75 .448 11.38 .41 10.41 .66 16.76 7000 8 

189-C – 9/16 – – 1/2 – .477 12.12 .547 13.89 .415 10.54 .485 12.32 .31 7.87 .69 17.53 7500 8 

189 – 9/16 – – 1/2 – .472 11.99 .548 13.92 .408 10.36 .484 12.29 .47 11.94 .69 17.53 10000 13 

189-2 – – M16 – – M12x1.25 .500 12.70 .568 14.43 .436 11.07 .504 12.80 .47 11.94 .72 18.29 10000 12 

241 – 5/8 – 1/4 – – .533 13.54 .608 15.44 .469 11.91 .544 13.82 .47 11.94 .75 19.05 10000 14 

241-S – – – – – – .552 14.02 .612 15.54 .490 12.45 .550 13.97 .34 8.64 .75 19.05 15000 17 

188 3/8 – M18 – 9/16 – .551 14.00 .633 16.08 .487 12.37 .569 14.45 .50 12.70 .78 19.81 10000 17 

242 – – M18x1.5 – 5/8 M14x1.5 .580 14.73 .668 16.97 .518 13.16 .606 15.39 .53 13.46 .84 21.34 7000 12 

242-2 – – – – – – .610 15.49 .695 17.65 .549 13.94 .634 16.10 .53 13.46 .84 21.34 7500 13 

243 – 3/4 M20 – – – .642 16.31 .729 18.52 .578 14.68 .665 16.89 .50 12.70 .88 22.35 7500 14 

191 – – M20x1.5 3/8 – M16x1.5 .678 17.22 .755 19.18 .614 15.60 .691 17.55 .53 13.46 .88 22.35 7500 14 

203 1/2 – M22 – – – .691 17.55 .787 19.99 .627 15.93 .723 18.36 .59 14.99 .94 23.88 5000 12 

710 – – – – – – .750 19.05 .805 20.45 .688 17.48 .743 18.87 .19 4.83 .86 21.84 7500 9 

245 – – M22x1.5 – 3/4 – .727 18.47 .825 20.96 .663 16.84 .761 19.33 .59 14.99 1.00 25.40 5000 13 

246 – 7/8 M24 – – M18x1.5 .752 19.10 .849 21.56 .688 17.48 .785 19.94 .59 14.99 1.00 25.40 5000 14 

204 – 15/16 M24x2 1/2 – – .803 20.40 .912 23.16 .739 18.77 .848 21.54 .66 16.76 1.06 26.92 3500 11 

247 – 1 – – 7/8 M20x1.5 .819 20.80 .933 23.70 .755 19.18 .869 22.07 .62 15.75 1.13 28.70 3000 10 

192-2-C 3/4 – – – – – .854 21.69 .958 24.33 .790 20.07 .894 22.71 .66 16.76 1.13 28.70 2500 9 

192-1 3/4 – M27 – – – .869 22.07 .973 24.71 .805 20.45 .909 23.09 .75 19.05 1.13 28.70 2500 9 

192-2 3/4 – – – – – .869 22.07 .973 24.71 .805 20.45 .909 23.09 .66 16.76 1.13 28.70 2500 9 

248 – 1-1/16 M27x2 – – M22x1.5 .915 23.24 1.040 26.42 .855 21.72 .980 24.89 .72 18.29 1.16 29.46 2500 10 

277 – – – – – – .955 24.26 1.040 26.42 .895 22.73 .980 24.89 .50 12.70 1.16 29.46 3500 11 

709 – – – – – – 1.020 25.91 1.040 26.42 .940 23.88 .960 24.38 .88 22.35 1.31 33.27 1500 10 

249-1 – – – – – – .980 24.89 1.049 26.64 .916 23.27 .985 25.02 .50 12.70 1.25 31.75 3000 10 

249-2 – – – – – – .950 24.13 1.090 27.69 .890 22.61 1.030 26.16 1.03 26.16 1.25 31.75 1500 8 

249 – – – 3/4 – M24x2 .967 24.56 1.092 27.74 .903 22.94 1.028 26.11 .78 19.81 1.25 31.75 2500 12 

249-W – – – – – – .975 24.77 1.104 28.04 .918 23.32 1.047 26.59 .75 19.05 1.44 36.58 2000 9 

153 – – M30x2 – 1-1/16 – .997 25.32 1.144 29.06 .933 23.70 1.080 27.43 .78 19.81 1.31 33.27 4000 20 

193 1 1-1/4 M33 – – M27x2 1.093 27.76 1.219 30.96 1.029 26.14 1.155 29.34 .78 19.81 1.41 35.81 1500 9 
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PluG 
Thread Sizes 

Part     NPT/  Stan- 
No. BSP   dard Metric 

CAP 
Thread Sizes 

NPT/  Stan- 
BSP    dard    Metric 

PluG 
Dimensions 

CAP Standard 
A 

in mm 
B 

in mm 
C 

in mm 
D 

in mm 
E 

in mm 
F Package 

in mm    Pieces    Lbs. 

 
 

 

Tapered series continued 

When used as a PLUG: “B” dimension should be at least .020" larger than 
diameter to be plugged.  Larger diameters may require more interference. 

When used as a CAP: “C” dimension should be at least .020" less than 
diameter to be capped.  Larger diameters may require more interference. 

 

 

 

 
 
 
 

 
250-S – – – – – – 1.175 29.85 1.284 32.61 1.113 28.27 1.222 31.04 .66 16.76 1.44 36.58 2500 11 

250-SW – – – – – – 1.175 29.85 1.284 32.61 1.113 28.27 1.222 31.04 .66 16.76 1.67 42.42 2000 11 

250 – 1-5/16 M33x2 – – – 1.179 29.95 1.286 32.66 1.115 28.32 1.222 31.04 .75 19.05 1.44 36.58 1500 9 

1153 – – – – – – 1.276 32.41 1.312 33.32 1.155 29.34 1.190 30.23 .56 14.22 1.38 35.05 2000 15 

251 – – – – – M30x2 1.226 31.14 1.354 34.39 1.162 29.51 1.290 32.77 .75 19.05 1.50 38.10 1500 10 

205 – – M36x3 1 1-5/16 – 1.233 31.32 1.358 34.49 1.175 29.85 1.300 33.02 .84 21.34 1.50 38.10 1500 10 

253-S – 1-1/2 – – – – 1.350 34.29 1.465 37.21 1.286 32.66 1.401 35.59 .53 13.46 1.62 41.15 2000 12 

252 – – – – – – 1.292 32.82 1.356 34.44 1.231 31.27 1.295 32.89 .75 19.05 1.50 38.10 1500 8 

253 – – M39x3 – – M33x2 1.312 33.32 1.465 37.21 1.248 31.70 1.401 35.59 .75 19.05 1.62 41.15 1500 10 

727 – – – – – – 1.435 36.45 1.500 38.10 1.340 34.04 1.420 36.07 .80 20.32 1.75 44.45 1000 10 

253-2 – – – – – – 1.344 34.14 1.507 38.28 1.282 32.56 1.445 36.70 .94 23.88 1.77 44.96 1000 9 

254-S – 1-9/16 – – – – 1.447 36.75 1.600 40.64 1.384 35.15 1.537 39.04 .94 23.88 1.75 44.45 1000 9 

254 1-1/4 – – – – M36x3 1.451 36.86 1.601 40.67 1.387 35.23 1.537 39.04 .75 19.05 1.75 44.45 1000 8 

194 – 1-5/8 – – – – 1.519 38.58 1.602 40.69 1.455 36.96 1.538 39.07 .75 19.05 1.75 44.45 1800 14 

195-F – – – 1-1/4 1-5/8 M39x3 1.560 39.62 1.682 42.72 1.498 38.05 1.620 41.15 .78 19.81 1.88 47.75 3500 26 

195-S – – – 1-1/4 1-5/8 – 1.574 41.28 1.688 42.29 1.514 38.46 1.628 41.35 .62 16.76 1.88 47.75 5000 36 

255 – – – – – – 1.633 41.48 1.750 44.45 1.569 39.85 1.686 42.82 .75 19.05 1.84 46.74 1000 9 

1972 1-1/2 1-7/8 – – – – 1.720 43.69 1.850 46.99 1.664 42.27 1.794 45.57 .75 19.05 2.03 51.56 3500 29 

196 1-1/2 1-7/8 – – – – 1.752 44.50 1.882 47.80 1.688 42.88 1.818 46.18 .78 19.81 2.00 50.80 3500 32 

206 – – – 1-1/2 1-7/8 – 1.807 45.90 1.938 49.23 1.743 44.27 1.874 47.60 1.00 25.40 2.16 54.86 1000 13 

911 – – – – – – 1.865 47.37 1.975 50.17 1.785 45.34 1.895 48.13 .67 17.02 2.38 60.45 2500 32 

256 – – – – – – 1.847 46.91 2.000 50.80 1.783 45.29 1.936 49.17 1.03 26.16 2.13 54.10 500 6 

806 – – – – – – 1.950 49.53 2.065 52.45 1.885 47.88 2.000 50.80 .75 19.05 2.20 55.88 2500 26 

257 – – – – – – 1.903 48.34 2.078 52.78 1.839 46.71 2.014 51.16 1.03 26.16 2.25 57.15 1000 14 

258 – – – – – – 1.981 50.32 2.133 54.18 1.917 48.69 2.069 52.55 1.00 25.40 2.25 57.15 500 8 

258-S – – – – – – 2.020 51.31 2.100 53.34 2.060 52.32 2.140 54.36 .38 9.65 2.59 65.79 1000 13 

259 – – – – – – 2.017 51.23 2.147 54.53 1.953 49.61 2.083 52.91 .75 19.05 2.31 58.67 500 6 

260 – 2-1/4 – – – – 2.070 52.58 2.244 57.00 2.000 50.80 2.174 55.22 1.04 26.42 2.47 62.74 1800 28 

261 2 – – – 2-1/4 – 2.136 54.25 2.312 58.72 2.074 52.68 2.250 57.15 1.03 26.16 2.56 65.02 500 9 

1230 – – – – – – 2.280 57.91 2.400 60.96 2.216 56.29 2.336 59.33 .75 19.05 2.80 71.12 1500 22 

262 – – – – – – 2.129 54.08 2.408 61.16 2.065 52.45 2.344 59.54 1.04 26.42 2.53 64.26 500 9 

207 – – – 2 – – 2.300 58.42 2.464 62.59 2.236 56.79 2.400 60.96 1.03 26.16 2.62 66.55 500 9 

708 – – – – – – 2.300 58.42 2.464 62.59 2.220 56.39 2.383 60.53 .75 19.05 2.66 67.56 2000 32 

263 – – – – 2-1/2 – 2.396 60.86 2.604 66.14 2.332 59.23 2.540 64.52 1.16 29.46 2.81 71.37 500 10 

264 – – – – – –- 2.482 63.04 2.645 67.18 2.418 61.42 2.581 65.56 .66 16.76 2.78 70.61 500 8 

265 – – – – – – 2.311 58.70 2.650 67.31 2.247 57.07 2.586 65.68 1.00 25.40 2.78 70.61 500 10 

267 – – – – – – 2.561 65.05 2.690 68.33 2.497 63.42 2.626 66.70 .75 19.05 2.88 73.15 500 9 

266 – – – – – – 2.457 62.41 2.750 69.85 2.395 60.83 2.688 68.28 1.00 25.40 2.88 73.15 500 10 

199 2-1/2 – – – – – 2.641 67.08 2.790 70.87 2.579 65.51 2.728 69.29 .784 19.91 2.97 75.44 500 10 

2156 – – – – – – 2.655 67.44 2.788 70.82 2.595 65.91 2.728 69.29 .50 12.70 2.97 75.44 1000 15 
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Part 
No. 

PluG 
Thread Sizes 

NPT/ Stan- 

CAP 
Thread Sizes 

NPT/   Stan- 
TO  PluG 

Dimensions 
TO  CAP 

BSP dard Metric BSP dard Metric 
A 

in mm 
B 

in mm 
C 

in mm 
D 

in 

Standard 
E F Package 

mm in mm in mm     Pieces    Lbs. 

390 – –- – – – – 9.950  252.73 10.130257.30   9.810 249.17    9.980  253.49   1.00    25.40   10.50  266.70 75 24 

 

Extra-large tapered series 
When used as a PLUG: “B” dimension should be at least .020" larger than diameter to be plugged. Larger diameters may require more interference. 

When used as a CAP: “C” dimension should be at least .020" less than diameter to be capped. Larger diameters may require more interference. 
 
 
 

 
862 – – – – – – 2.706 68.73 2.870 72.90 2.626 66.70 2.790  70.87 .72 18.29 3.06  77.72 500 11 

268 – 3 – – – – 2.850 72.39 2.982 75.74 2.786 70.76 2.918  74.12 .75 19.05 3.25  82.55 250 6 

208 M75, M76 – – 2-1/2 – – 2.720 69.09 2.990 75.95 2.656 67.46 2.926  74.32 1.00 25.40 3.13  79.50 500 11 

2046 – – – – – – 2.975 75.57 3.103 78.82 2.915 74.04 3.041  77.24 .75 19.05 3.34  84.84 1200 24 

228 – – – – – – 2.996 76.10 3.159 80.24 2.916 74.07 3.079  78.21 .47 11.94 3.41  86.61 500 11 

269 – – – – – – 2.980 75.69 3.244 82.40 2.910 73.91 3.174  80.62 1.00 25.40 3.38  85.85 250 7 

270 – – – – – – 3.088 78.44 3.367 85.52 3.018 76.66 3.297  83.74 1.00 25.40 3.50  88.90 250 8 

200 3 – – – – – 3.320 84.33 3.452 87.68 3.250 82.55 3.382  85.90 .75 19.05 3.63  92.20 500 14 

209 – – – 3 – – 3.270 83.06 3.562 90.47 3.200 81.28 3.492  88.70 1.12 28.45 3.69  93.73 250 9 

338 – – – – – – 3.466 88.04 3.602 91.49 3.406 86.51 3.542  89.97 .75 19.05 3.88  98.55 250 8 

341 – – – – – – 3.552 90.22 3.732 94.79 3.478 88.34 3.658  92.91 1.00 25.40 4.00 101.60 600 22 

339 – – – – – – 3.676 93.37 3.802 96.57 3.596 91.34 3.722  94.54 .75 19.05 4.00 101.60 250 9 

303 3-1/2 – – – – – 3.790 96.27 3.920 99.57 3.710 94.23 3.840  97.54 .75 19.05 4.13 104.90 250 9 

340 – – – 3-1/2 – – 3.928 99.77 4.074103.48 3.848 97.74 3.994 101.45 .75 19.05 4.38 111.25 700 27 

405 – – – – – – 4.020 102.11 4.140105.16 3.940 100.08 4.060 103.12 .75 19.05 4.53 115.06 600 24 

406 4 – – – – – 4.214 107.04 4.459113.26 4.134 105.00 4.379 111.23 1.00 25.40 4.94 125.48 400 23 

342 – – – 4 – – 4.368 110.95 4.622117.40 4.288 108.92 4.542 115.37 1.00 25.40 5.00 127.00 400 22 

343 – – – – – – 4.638 117.81 4.852123.24 4.568 116.03 4.782 121.46 .88 22.35 5.25 133.35 400 19 

407 – – – – – – 4.980 126.49 5.100129.54 4.900 124.46 5.020 127.51 .69 17.53 5.44 138.18 450 25 

344 5 – – – – – 5.326 135.28 5.494139.55 5.217 132.51 5.385 136.78 .88 22.35 5.88 149.35 250 23 

345 – – – 5 – – 5.470 138.94 5.620142.75 5.390 136.91 5.540 140.72 1.00 25.40 6.13 155.70 250 20 

346 – – – – – – 5.696 144.68 5.874149.20 5.606 142.39 5.784 146.91 1.00 25.40 6.25 158.75 200 18 

351 – – – – – – 6.008 152.60 6.184157.07 5.918 150.32 6.094 154.79 1.00 25.40 6.63 168.40 200 20 

352 6 – – – – – 6.398 162.51 6.564166.73 6.329 160.76 6.500 165.10 .88 22.35 6.94 176.28 200 18 

365 – – – 6 – – 6.668 169.37 6.774172.06 6.562 166.67 6.668 169.37 1.50 38.10 7.19 182.63 100 17 

366 – – – – –- – 7.048 179.02 7.124180.95 6.961 176.81 7.038 178.77 1.00 25.40 7.62 193.55 150 20 

367 – -– – – – – 7.338 186.39 7.656194.46 7.253 184.23 7.575 192.41 1.00 25.40 7.94 201.68 150 21 

368 – – – –- – – 7.658 194.51 7.846199.29 7.574 192.38 7.762 197.15 1.00 25.40 8.50 215.90 160 30 

369 – –- – – – – 7.968 202.39 8.146206.91 7.877 200.08 8.058 204.67 1.00 25.40 8.38 212.85 160 25 

370 – – – – – – 8.668 220.17 8.732221.79 8.558 217.37 8.622 219.00 1.50 38.10 9.13 231.90 75 18 

 
 

 
Recommended closures for tube and 
hydraulic  fittings. 

Recommended closures for threaded external and 
internal N.P.T. fittings. Based on average tapped 
hole fit. It is suggested that sample closure be tried 
for size before ordering in quantity. 

 

 
Recommended closures for 
unthreaded standard weight  pipe. 

 

 

 
Note: For caps to cover the O.D. of 
pipe see our CE Series (page42) 

 

 

 

All dimensions are in INCHES unless otherwise stated. 

As 
Plugs (A) 

As 
Caps (B) 

 
Size 

229Z 181 1/8 
181 241 1/4 
188 191 3/8 
203 204 1/2 

192-2 153 3/4 
193 205 1 
254 195F 1-1/4 
196 206 1-1/2 
261 207 2 
199 208 2-1/2 
200 209 3 
303 340 3-1/2 
406 342 4 
344 345 5 
352 365 6 

 

As 
Plugs (A) 

As 
Caps (B) 

Dash 
No. 

Tubing 
O.D. 

 
Thread 

236X 237Y -2 1/8 5/16–24 
237Y 239E -3 3/16 3/8–24 
238D 240 -4 7/16 7/16–20 
181 189 -5 5/16 1/2–20 
189 188 -6 3/8 9/16–18 
241 242 - 3/8 5/8–18 
243 245 -8 1/2 3/4–16 
246 247 -10 5/8 7/8–14 
248 153 -12 3/4 1-1/16–12 
250 205 -16 1 1-5/16–12 
194 195F -20 1-1/4 1-5/8–12 
196 206 -24 1-1/2 1-7/8–12 
260 261 -28 1-3/4 2-1/4–12 
207 263 -32 2 2-1/2–12 
268 - -40 2-1/2 3–12 
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As 
Plugs* 

 
Size 

236X 1/8 
229Z 1/4 
189 3/8 
242 1/2 
246 3/4 
249 1 
253 1-1/4 

195F 1-1/2 
258 2 
263 2-1/2 
228 3 
338 3-1/2 
405 4 
407 5 
351 6 
369 8 
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TO  PluG 
Thread Sizes 

Part NPT/  Stan- 
Metric 

TO  CAP 
Thread Sizes 

NPT/  Stan- 
BSP    dard Metric 

TO  PluG 
Dimensions 

TO  CAP 
C 

Standard 
A 

in mm 
B 

in mm 
D 

in mm in mm 
E 

in mm 
F Package 

Number    BSP    dard in mm     Pieces   Lbs. 

 

 

Wide-flange WF SERIES 

When used as a PLUG: “B” dimension should be at least .020" 
larger than diameter to be plugged. Larger diameters may require 
more interference. 

When used as a CAP: “C” dimension should be at least .020" less 
than diameter to be capped. Larger diameters may require more 
interference.    

 

 
Engineered with a wider and thicker 
flange design for added protection 
and security. This versatile part can 
be used as a cap or a plug. 

 

Specifications 
• Material: Low-Density Polyethylene 
• Colour:Yellow 
• Applicable Spec: NAS-816 

 
 
 
 
 

WF 1 – – – – – – .116 2.95 .182 4.62 .053 1.35 .133 3.38 .47 11.94 .50 12.70 15000 11 

WF 2 – – M-6 – – M-4 .174 4.42 .240 6.10 .112 2.84 .188 4.78 .47 11.94 .56 14.22 12000 11 

WF 3 – – – – – – .236 5.99 .296 7.52 .174 4.42 .245 6.22 .40 10.16 .63 16.00 10000 11 

WF 4 – 3/8 – – 15/64 – .300 7.62 .365 9.27 .235 5.97 .312 7.92 .40 10.16 .69 17.53 8000 11 

WF 5 1/8 – M-10 – – M-8 .334 8.48 .392 9.96 .270 6.86 .338 8.59 .40 10.16 .72 18.29 7000 10 

WF 6 – 7/16 – – – – .368 9.35 .418 10.62 .298 7.57 .356 9.04 .40 10.16 .75 19.05 7000 12 

WF 7 – – M-12 1/8 3/8 M-10 .397 10.08 .447 11.35 .329 8.36 .387 9.83 .40 10.16 .78 19.81 6000 10 

WF 8 1/4 1/2 – 1/8 – – .427 10.85 .475 12.07 .357 9.07 .415 10.54 .40 10.16 .81 20.57 10000 19 

WF 9 – – – – – – .435 11.05 .509 12.93 .365 9.27 .450 11.43 .47 11.94 .83 21.08 10000 20 

WF 9-2 – – M-14 – 7/16 – .460 11.68 .500 12.70 .396 10.06 .444 11.28 .38 9.65 .75 19.05 6000 10 

WF 10 – 9/16 – – 1/2 M-12 .481 12.22 .547 13.89 .409 10.39 .484 12.29 .47 11.94 .88 22.35 10000 22 

WF 11 – 5/8 M-16 1/4 – – .530 13.46 .616 15.65 .466 11.84 .567 14.40 .47 11.94 .94 23.88 6500 16 

WF 11-2 3/8 – – – 9/16 M-14 .560 14.22 .631 16.03 .497 12.62 .579 14.71 .47 11.94 .97 24.64 6500 17 

WF 12 – – M-18 – 5/8 M-16 .590 14.99 .667 16.94 .519 13.18 .605 15.37 .53 13.46 1.00 25.40 5000 15 

WF 13 – – – – – – .610 15.49 .687 17.45 .548 13.92 .634 16.10 .53 13.46 1.03 26.16 5000 15 

WF 14 – 3/4 M-18, M-20 – – – .628 15.95 .725 18.42 .558 14.17 .667 16.94 .53 13.46 1.06 26.92 5000 16 

WF 15 – – M-20 3/8 – – .658 16.71 .750 19.05 .588 14.94 .691 17.55 .53 13.46 1.09 27.69 5000 18 

WF 16 1/2 – – – – M-18 .690 17.53 .776 19.71 .620 15.75 .718 18.24 .56 14.22 1.13 28.70 4000 14 

WF 17 – – M-22 – 3/4 – .725 18.42 .812 20.62 .663 16.84 .759 19.28 .60 15.24 1.16 29.46 3500 13 

WF 18 – – – – – – .755 19.18 .870 22.10 .693 17.60 .820 20.83 .59 14.99 1.19 30.23 5000 20 

WF 19 – – – – 7/8 – .820 20.83 .930 23.62 .755 19.18 .876 22.25 .62 15.75 1.25 31.75 2500 11 

WF 20 – – – – – – .825 20.96 .929 23.60 .763 19.38 .877 22.28 .65 16.51 1.25 31.75 2500 11 

WF 21 3/4 – – – – M-22 .866 22.00 .976 24.79 .804 20.42 .925 23.50 .65 16.51 1.81 45.97 2500 12 

WF 22 3/4 1-1/16 M-26, M-27 5/8 – M-24 .915 23.24 1.035 26.29 .840 21.34 .972 24.69 .72 18.29 1.34 34.04 2500 15 

WF 23 – – – – – – .984 24.99 1.106 28.09 .920 23.37 1.040 26.42 .75 19.05 1.44 36.58 1500 9 

WF 24-2 7/8 – M-25 – – M-27, 28 1.150 29.21 1.284 32.61 1.080 27.43 1.220 30.99 .75 19.05 1.56 39.62 1500 11 

WF 25 1 1-5/16 M-32, M-33 7/8 – M-30 1.180 29.97 1.314 33.38 1.115 28.32 1.260 32.00 .75 19.05 1.56 39.62 1500 11 

WF 26 – – M-35, M-36 – –   M-32, M-33 1.236  31.39  1.382  35.10  1.166  29.62  1.324  33.63   .75   19.05  1.69   42.93   1500  12 

WF 27 – – – – – – 1.312 33.32 1.465 37.21 1.248 31.70 1.417 35.99 .93 23.62 1.84 46.74 1000 11 

WF 27-2 – – – – – – 1.312 33.32 1.466 37.24 1.249 31.72 1.427 36.25 .78 19.81 1.84 46.74 1000 10 

WF 28-2 – – – – – – 1.420 36.07 1.510 38.35 1.351 34.32 1.452 36.88 .81 20.57 1.75 44.45 1000 10 

WF 28 – – – – – – 1.452 36.88 1.604 40.74 1.378 35.00 1.552 39.42 .75 19.05 1.94 49.28 1000 12 

WF 29 1-1/4 –  M-39,M-40,M-42  – 1-1/8 M-38 1.580 40.13 1.714 43.54 1.516 38.51 1.649 41.88 .75 19.05 2.06 52.32 1000 12 

WF 30 1-1/2 1-7/8 M-48 – – M-45 1.730 43.94 1.888 47.96 1.650 41.91 1.828 46.43 .75 19.05 2.31 58.67 500 9 

WF 31 – – M-48 1-1/2 1-7/8 – 1.810 45.97 1.975 50.17 1.731 43.97 1.916 48.67 .75 19.05 2.38 60.45 500 10 

1064 – – – – – – 1.900 48.26 1.990 50.55 1.780 45.21 1.870 47.50 .57 14.48 2.34 59.44 2500 40 

WF 32 – – – 1-1/2 – – 1.850 46.99 2.020 51.31 1.788 45.42 1.973 50.11 1.12 28.45 2.44 61.98 500 10 

WF 33 – – – – – – 1.927 48.95 2.058 52.27 1.857 47.17 2.005 50.93 .75 19.05 2.38 60.45 500 8 

WF 34 – 2-1/4 M-55, M-56 1-3/4 – M-52 2.067 52.50 2.243 56.97 2.005 50.93 2.197 55.80 1.12 28.45 2.69 68.33 250 6 

WF 34-2 – – – – – – 2.072 52.63 2.263 57.48 2.010 51.05 2.218 56.34 1.12 28.45 2.69 68.33 250 6 

WF 35 2 – M-58, M-60 – 2-1/4 M-58 2.136 54.25 2.312 58.72 2.074 52.68 2.265 57.53 1.12 28.45 2.75 69.85 250 6 

WF 36 – – M-60, M-62 2 – M-60 2.298 58.37 2.464 62.59 2.235 56.77 2.416 61.37 1.12 28.45 2.88 73.15 250 6 

WF 37 – – – – 2-1/2 – 2.395 60.83 2.602 66.09 2.333 59.26 2.556 64.92 1.25 31.75 3.00 76.20 250 8 

WF 38 – – – – – – 2.305 58.55 2.620 66.55 2.245 57.02 2.583 65.61 1.00 25.40 3.06 77.72 300 9 

WF 39 – – – – – – 2.475 62.87 2.725 69.22 2.405 61.09 2.677 68.00 1.37 34.80 3.16 80.26 250 7 

WF 40 2-1/2 – – – – – 2.638 67.01 2.759 70.08 2.568 65.23 2.704 68.68 .81 20.57 3.21 81.53 250 7 

WF 41 – – M-75, M-76 2-1/2 – – 2.685 68.20 2.955 75.06 2.623 66.62 2.917 74.09 1.12 28.45 3.44 87.38 250 8 

WF 42 – – – – – – 2.994 76.05 3.150 80.01 2.924 74.27 3.097 78.66 .87 22.10 3.59 91.19 250 8 

WF 43 – – – – – – 2.990 75.95 3.250 82.55 2.920 74.17 3.202 81.33 1.12 28.45 3.75 95.25 250 10 

WF 44 – – – 3 – – 3.225 81.92 3.562 90.47 3.154 80.11 3.515 89.28 1.25 31.75 4.00 101.60 150 7 

WF 45 – – – – – – 3.324 84.43 3.458 87.83 3.244 82.40 3.398 86.31 .87 22.10 3.88 98.55 200 9 

WF 46 3-1/2 – – 3-1/2 – – 3.790 96.27 3.920 99.57 3.710 94.23 3.840 97.54 .87 22.10 4.34 110.24 250 12 
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This tapered plug features a side- 
tab design that extends above the 
flange making it easy to grasp and 
remove from a variety of threaded 
and non-threaded fittings. Great 
for use in hard-to-reach locations. 
Side tab will facilitate ease of 
removal. 

Side-tab pull plugs ST SERIES 

When used as a PLUG: “B” dimension 
should be at least .020" more than diameter 
to be plugged. Larger diameters may require 
more interference. 

 
 
 

Specifications 

• Material: Low-Density Polyethylene 
• Colour: Orange 

 

 
Part 

Number 

 
NPT/ 

To Plug Thread Sizes  
A 

 
B 

Dimensions 
C 

 
D 

 
E 

Standard 
Package 

BSP Standard Metric in mm in mm in mm in mm in mm Pieces Lbs. 

ST 236-X – – – .239 6.07 .303 7.70 .41 10.41 .47 11.94 .66 16.76 45000 23 

ST 236-L – – – .267 6.78 .335 8.51 .41 10.41 .47 11.94 .66 16.76 20000 11 

ST 237-Y – 3/8 M10/M10x1.25 .299 7.59 .367 9.32 .38 9.65 .50 12.70 .66 16.76 30000 21 

ST 229-Z 1/8 – – .331 8.41 .397 10.08 .38 9.65 .56 14.22 .63 16.00 10000 8 

ST 238-D – 7/16 M12 .362 9.19 .428 10.87 .41 10.41 .56 14.22 .66 16.76 20000 15 

ST 181 1/4 1/2 M14 .422 10.72 .486 12.34 .41 10.41 .63 16.00 .78 19.81 15000 15 

ST 240 – – M14x1.5 .448 11.38 .512 13.00 .41 10.41 .66 16.76 .78 19.81 15000 17 

ST 189 – 9/16 – .472 11.99 .548 13.92 .47 11.94 .69 17.53 .84 21.34 10000 13 

ST 189-2 1 – M16 .500 12.70 .568 14.43 .47 11.94 .72 18.29 .85 21.59 10000 12 

ST 241 – – – .533 13.54 .608 15.44 .44 11.18 .75 19.05 .85 21.59 5000 7 

ST 188 3/8 – M-18 .551 14.00 .633 16.08 .50 12.70 .78 19.81 .88 22.35 10000 17 

ST 242 – – M18x1.5 .580 14.73 .668 16.97 .53 13.46 .81 20.57 .91 23.11 7500 13 

ST 242-2 – – – .610 15.49 .695 17.65 .53 13.46 .84 21.34 .91 23.11 7500 13 

ST 243 – 3/4 M20 .642 16.31 .729 18.52 .50 12.70 .88 22.35 .88 22.35 7500 14 

ST 191 – – M20x1.5 .678 17.22 .755 19.18 .53 13.46 .88 22.35 .91 23.11 7500 16 

ST 203 1/2 – M22 .691 17.55 .787 19.99 .59 14.99 .94 23.88 .97 24.64 5000 12 

ST 245 – – M22-1.5 .727 18.47 .825 20.96 .59 14.99 1.00 25.40 .97 24.64 5000 13 

ST 246 – 7/8 M24 .752 19.10 .849 21.56 .59 14.99 1.00 25.40 .97 24.64 5000 14 

ST 204 – – M24x2 .803 20.40 .912 23.16 .65 16.51 1.06 26.92 1.03 26.16 3500 11 

ST 247 – – – .819 20.80 .933 23.70 .62 15.75 1.12 28.45 1.00 25.40 3000 10 

ST 192-2 3/4 – M27 .869 22.07 .973 24.71 .66 16.76 1.13 28.70 1.03 26.16 2500 9 

ST 248 – 1-1/16 M27-12 .915 23.24 1.040 26.42 .72 18.29 1.16 29.46 1.09 27.69 2500 10 

ST 249 – – M30x2 .967 24.56 1.092 27.74 .78 19.81 1.25 31.75 1.16 29.46 2500 12 

ST 153 – – M30x2 .997 25.32 1.144 29.06 .78 19.81 1.31 33.27 1.16 29.46 4000 20 

ST 193 – – M33 1.093 27.76 1.219 30.96 .78 19.81 1.41 35.81 1.16 29.46 1500 9 

ST 250 – 1-5/16 M33x2M36 1.179 29.95 1.286 32.66 .75 19.05 1.44 36.58 1.13 28.70 1500 9 

ST 205 – – – 1.233 31.32 1.358 34.49 .84 21.34 1.50 38.10 1.22 30.99 1500 10 

ST 254 1-1/4 – – 1.451 36.86 1.601 40.67 .75 19.05 1.75 44.45 1.13 28.70 1000 8 

ST 255 – – – 1.633 41.48 1.750 44.45 .75 19.05 1.84 46.74 1.13 28.70 1000 9 
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Centre-tab pull plugs P SERIES 

This tapered plug features a well- 
engineered Centre-pull tab that extends 
above the flange area, making it easy 
to grasp and remove from a variety 
of threaded and non-threaded ports. 
Ideal for fittings with internal O-rings. 
Centre-pull tab will not break off 
during removal. 

Specifications 

 

 
When used as a PLUG: “B” dimension should 
be at least .020" more than diameter to be plugged. 
Larger diameters may require more interference. 

• Material: Low-Density  Polyethylene • Colour: Orange 
 

 
Part 

Number 

To Plug Thread Sizes 
NPT/ 

 
A 

Dimensions 
B C 

 
D 

 
E 

Standard 
Package 

BSP Standard Metric in mm in mm in mm in mm in mm Pieces Lbs. 

235-V-P – 5/16-24 M7 .209 5.31 .269 6.83 .34 8.64 .38 9.65 .59 14.99 10000 5 

236-X-P – – M8/M8x1 .239 6.07 .303 7.70 .38 9.65 .47 11.94 .62 15.75 15000 10 

236-L-P – – – .267 6.78 .335 8.51 .41 10.41 .47 11.94 .78 19.81 10000 8 

237-Y-P – 3/8-24 M10/M10x1.25 .299 7.59 .367 9.32 .38 9.65 .50 12.70 .78 19.81 20000 17 

229-Z-P 1/8 – – .331 8.41 .397 10.08 .38 9.65 .56 14.22 .75 19.05 20000 19 

229-S-P 1/8 – – .335 8.51 .375 9.53 .22 5.59 .47 11.94 .34 8.64 20000 15 

238-D-P – 7/16-20 M12 .362 9.19 .428 10.87 .38 9.65 .56 14.22 .75 19.05 25000 25 

239-E-P – – M12x1.25 .392 9.96 .459 11.66 .41 10.41 .59 14.99 .75 19.05 15000 17 

181-P 1/4 1/2-20 M14 .422 10.72 .486 12.34 .41 10.41 .62 15.75 .78 19.81 15000 18 

240-P – – M14x1.5 .448 11.38 .512 13.00 .41 10.41 .66 16.76 .53 13.46 7500 8 

189-P – 9/16-18 – .472 11.99 .548 13.92 .47 11.94 .69 17.27 .81 20.57 10000 16 

189-2-P – – M16 .500 12.70 .568 14.43 .47 11.94 .72 18.29 .81 20.57 10000 17 

241-P – 5/8-18 – .533 13.54 .608 15.44 .47 11.94 .75 19.05 .72 18.29 10000 17 

188-P 3/8 – M18 .551 14.00 .633 16.08 .50 12.70 .78 19.81 .75 19.05 7500 15 

188-SP 3/8 – M18 .580 14.73 .625 15.88 .22 5.59 .78 19.81 .34 8.64 15000 13 

242-P – – M18x1.5 .580 14.73 .668 16.97 .53 13.46 .84 21.34 .75 19.05 7000 15 

242-2-P – – – .610 15.49 .695 17.65 .53 13.46 .84 21.34 .78 19.81 5000 12 

243-P – 3/4-16 M20 .640 16.26 .727 18.47 .50 12.70 .88 22.35 .75 19.05 5000 11 

191-P – – M20x1.5 .678 17.22 .755 19.18 .53 13.46 .88 22.35 .78 19.81 5000 13 

203-P 1/2 – M22 .691 17.55 .787 19.99 .59 14.99 .94 23.88 .75 19.05 5000 14 

203-SP 1/2 – M22 .725 18.42 .770 19.56 .22 5.59 .86 21.84 .34 8.64 10000 13 

245-P – – M22x1.5 .727 18.47 .825 20.96 .59 14.99 1.00 25.40 .84 21.34 5000 16 

246-P – 7/8-14 M24 .752 19.10 .849 21.56 .59 14.99 1.00 25.40 .75 19.05 5000 15 

204-P – – M24x2 .803 20.40 .912 23.16 .66 16.76 1.06 26.92 .91 23.11 2500 10 

192-1-P 3/4 – M27 .869 22.07 .973 24.71 .75 19.05 1.12 28.45 1.00 25.40 2500 12 

192-2-P 3/4 – M27 .869 22.07 .973 24.71 .66 16.76 1.12 28.45 .88 22.35 2500 10 

248-P – 1-1/16-12 M27x2 .915 23.24 1.040 26.42 .72 18.29 1.16 29.46 .91 23.11 2500 12 

249-P – – M30 .967 24.56 1.092 27.74 .78 19.81 1.25 31.75 1.03 26.16 1500 9 

153-P – – M30x2 1.026 26.06 1.146 29.11 .75 19.05 1.34 34.04 1.00 25.40 1500 9 

193-P 1 – M33 1.093 27.76 1.219 30.96 .78 19.81 1.41 35.81 1.00 25.40 1500 10 

193-SP 1 – M33 1.100 27.94 1.210 30.73 .50 12.70 1.34 34.04 .62 15.75 2500 12 

250-P – 1-5/16-12 M33x2/M36 1.179 29.95 1.286 32.66 .75 19.05 1.44 36.58 1.00 25.40 1500 11 

205-P – – – 1.235 31.37 1.360 34.54 .75 19.05 1.53 38.86 1.00 25.40 1000 9 

252-P – – – 1.292 32.82 1.356 34.44 .78 19.81 1.50 38.10 1.00 25.40 1500 12 

253-P – – M39/M39x3 1.312 33.32 1.465 37.21 .75 19.05 1.62 41.15 1.00 25.40 1000 8 

253-1-P – – – 1.344 34.14 1.527 38.79 .88 22.35 1.75 44.45 1.00 25.40 1000 11 

381-P – – – 1.360 34.54 1.420 36.07 .53 13.46 1.72 43.69 .66 16.76 1500 10 

254-P 11/4 – – 1.451 36.86 1.601 40.67 .75 19.05 1.75 44.45 1.00 25.40 1000 10 

255-P – – – 1.633 41.48 1.750 44.45 .78 19.81 1.94 49.28 1.11 28.19 1000 12 

273-1-P – – – 1.735 44.07 1.784 45.31 .50 12.70 1.31 33.27 .75 19.05 1000 12 

206-P – – – 1.807 45.90 1.938 49.23 1.00 25.40 2.16 54.86 1.25 31.75 500 8 

197-P 1-1/2 – – 1.820 46.23 1.835 46.61 .50 12.70 2.03 51.56 .75 19.05 1000 10 

260-P – 2-1/4-12 – 2.067 52.50 2.243 56.97 1.03 26.16 2.44 61.98 1.25 31.75 350 6 

198-P 2 – – 2.232 56.69 2.262 57.45 .50 12.70 2.53 64.26 .75 19.05 1000 13 

207-P – 2-1/2-12 – 2.300 58.42 2.464 62.59 1.00 25.40 2.66 67.56 1.25 31.75 250 5 

199-P 2-1/2 – – 2.698 68.53 2.866 72.80 .50 12.70 2.97 75.44 .75 19.05 500 10 

268-P – – – 2.850 72.39 2.982 75.74 .75 19.05 3.28 83.31 1.00 25.40 250 6 

200-P 3 – – 3.320 84.33 3.452 87.68 .75 19.05 3.62 91.95 1.00 25.40 250 8 
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Thin-wall tubing plugs, type K/Sae J-528 RP  SERIES 

Specifically designed to plug and protect 
Type K and SAE J-528 tubing. Tapered 
body provides snug friction fit for small 
diameter copper tubing. Flanged top 
sits flush with the outside diameter 
of tube to protect roundness and seal 
out  contaminants. 

Specifications 
• Material: Low-Density Polyethylene 

• Colour: Orange • Applicable Spec: MIL-C-5501/8 
 

 
Part 

Number 

 
Tubing 
O.D. 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

RP 2 3/16 .105 2.67 .140 3.56 .250 6.35 .187 4.75 15000 4 

RP 3 1/4 .165 4.19 .210 5.33 .375 9.53 .250 6.35 35000 15 

RP 4 5/16 .225 5.72 .275 6.99 .375 9.53 .312 7.92 20000 13 

RP 5 3/8 .290 7.37 .345 8.76 .500 12.70 .375 9.53 10000 12 

RP 6 1/2 .410 10.41 .470 11.94 .375 9.53 .500 12.70 10000 12 

RP 7 5/8 .530 13.46 .585 14.86 .562 14.27 .625 15.88 3500 9 

RP 75 11/16 .550 13.97 .640 16.26 .500 12.70 .687 17.45 7500 20 

RP 8 3/4 .665 16.89 .710 18.03 .562 14.27 .750 19.05 5000 14 

RP 9 29/32 .734 18.64 .834 21.18 .625 15.88 .906 23.01 3500 17 

 

 

packaging tube plugs PTP SERIES 

Its shallow design enables it to 
be placed in the ends of mailing, 
packaging or shipping tubes or any 
container that requires a secure fit. 
Designed with easy-to-use finger- 
pull tabs that allow for fast and 
easy removal. 

FP Series 
Same as the PTP Series except made 
from a more flexible material. 

Specifications 
• Material: High-Density Polyethylene 
• Colour:White 

 

 
Part 

Number 

 
A 

Dimensions 
B 

 
C 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 

PTP - 1 1.020 25.91 1.120 28.45 .42 10.67 10000 – 
PTP - 11/ 

2 
1.525 38.74 1.625 41.28 .43 10.92 5000 – 

PTP - 13/ 
4 

1.762 44.75 1.862 47.29 .43 10.92 4000 – 

PTP - 2 2.004 50.90 2.104 53.44 .43 10.92 3000 – 
PTP - 21/ 

4 
2.258 57.35 2.358 59.89 .43 10.92 2300 – 

PTP - 21/ 
2 

2.506 63.65 2.606 66.19 .43 10.92 2000 – 

PTP - 3 3.030 76.96 3.160 80.26 .48 12.19 1250 – 
PTP - 31/ 

2 
3.505 89.03 3.605 91.57 .48 12.19 900 – 

PTP - 4 4.006 101.75 4.106 104.29 .48 12.19 700 – 

PTP - 5 5.040 128.02 5.160 131.06 .50 12.70 350 – 

616* 6.110 155.2 6.26 159.00 .562 14.30 250 – 

PTP - 6 6.040 153.42 6.200 157.48 .50 12.70 250 – 

PTP - 7 7.060 179.32 7.165 181.99 .50 12.70 150 – 

PTP - 8 8.025 203.84 8.225 208.92 .50 12.70 125 – 

PTP - 10 10.030 254.76 10.183 258.65 .50 12.70 75 – 

• has six vertical ribs on plug-in surface - no finger tabs 
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