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Thin-wall tubing plugs, type L and M CT SERIES 

Specifically designed to plug 
and protect Type L and M-style 
tubing. Tapered body with 
reinforced-cross braces provides 
exceptional protection for the 
configuration of the tube. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Blue 

 
 

 
Part 

Number 

 
Tubing 
O.D. 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

CT 4 3/8 .320 8.13 .330 8.38 .38 9.65 .375 9.53 7500 6 

CT 8 1/2 .420 10.67 .440 11.18 .38 9.65 .500 12.70 7500 9 

CT 12 5/8 .540 13.72 .560 14.22 .50 12.70 .625 15.88 9000 18 

CT 16 3/4 .660 16.76 .690 17.53 .62 15.75 .750 19.05 5000 17 

CT 20 7/8 .780 19.81 .810 20.57 .75 19.05 .875 22.23 3000 13 

CT 24 1-1/8 1.020 25.91 1.050 26.67 .88 22.35 1.125 28.58 1500 13 

CT 28 1-3/8 1.260 32.00 1.300 33.02 1.00 25.40 1.375 34.93 1000 13 

CT 32 1-5/8 1.500 38.10 1.540 39.12 1.00 25.40 1.625 41.28 700 11 

CT 36 2-1/8 1.970 50.04 2.020 51.31 1.00 25.40 2.125 53.98 500 12 

CT 40 2-5/8 2.450 62.23 2.500 63.50 1.00 25.40 2.625 66.68 250 11 

CT 44 3-1/8 2.930 74.42 2.990 75.95 1.00 25.40 3.125 79.38 200 12 

CT 48 3-5/8 3.410 86.61 3.450 87.63 1.00 25.40 3.625 92.08 100 8 

CT 52 4-1/8 3.890 98.81 3.930 99.82 1.00 25.40 4.125 104.78 250 21 

 

 

Thin-wall tubing plugs, type K OT SERIES 

Specifically designed to protect 
Type K-style tubing. Tapered 
body with reinforced-cross brac- 
es provides exceptional 
protection to the configuration 
of the tube end. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Green 

 
 

 
Part 

Number 

 
Tubing 
O.D. 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

OT 4 3/8 .302 7.67 .312 7.92 .38 9.65 .375 9.53 7500 5 

OT 8 1/2 .394 10.01 .414 10.52 .38 9.65 .500 12.70 7500 10 

OT 12 5/8 .523 13.28 .543 13.79 .50 12.70 .625 15.88 9000 17 

OT 16 3/4 .646 16.41 .676 17.17 .62 15.75 .750 19.05 5000 14 

OT 20 7/8 .740 18.80 .770 19.56 .75 19.05 .875 22.23 3000 13 

OT 24 1-1/8 .990 25.15 1.020 25.91 .88 22.35 1.120 28.45 1500 12 

OT 28 1-3/8 1.240 31.50 1.280 32.51 1.00 25.40 1.375 34.93 1000 14 

OT 32 1-5/8 1.477 37.52 1.517 38.53 1.00 25.40 1.620 41.15 500 8 

OT 36 2-1/8 1.960 49.78 2.010 51.05 1.00 25.40 2.125 53.98 500 12 

OT 40 2-5/8 2.420 61.47 2.470 62.74 1.00 25.40 2.625 66.68 250 10 

OT 44 3-1/8 2.892 73.46 2.952 74.98 1.00 25.40 3.125 79.38 200 11 
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Tube caps 
 

 

Designed to protect the ends 
of threaded and non-threaded 
tubing, rods or packaging tubes 
with a friction-fit straight-wall 
design. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Orange 
• Will fit diameters matching 

inside (A) dimension 

• Applicable Spec: MIL-C-5501/9 
 

 

 

 

 

 

Also available are Tube Caps 
in longer and shorter lengths.
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Part 

Number 

To Fit Diameter 
A 

Dimensions 
B 

Standard 
Package 

in mm in mm Pieces Lbs. 

210-A 3/32 2.39 .59 14.99 15000 12 
211-B 1/8 3.18 .62 15.75 30000 11 

211-L 1/8 3.18 .75 19.05 25000 10 

212-C 5/32 3.96 .59 14.99 25000 11 

212-S 11/64 4.37 .62 15.75 10000 5 

213-D 3/16 4.78 .62 15.75 15000 8 

213-R 13/64 5.16 .62 15.75 15000 8 

214-E 1/4 6.35 .88 22.35 9000 8 

274-G 17/64 6.76 .75 19.05 10000 10 

215-F 5/16 7.92 .88 22.35 9000 8 

216-H 3/8 9.53 .88 22.35 10000 14 

217 7/16 11.13 .88 22.35 7500 11 

218 1/2 12.70 .88 22.35 7000 13 

219 9/16 14.27 .88 22.35 5000 10 

219-S 9/16 14.27 .62 15.75 7500 13 

220 5/8 15.88 .88 22.35 5000 12 

981 5/8 15.88 .88 22.35 5000 16 

220-H 5/8 15.88 .94 23.88 5000 13 

221 11/16 17.48 .88 22.35 3500 9 

221-S 11/16 17.48 .75 19.05 5000 13 

222 3/4 19.05 .88 22.35 3500 11 

222-H 3/4 19.05 .94 23.88 2500 9 

835 13/16 20.65 .69 17.53 3500 10 

223 13/16 20.65 .88 22.35 2500 8 

201-T 7/8 22.23 .62 15.75 2500 16 

201-S 7/8 22.23 .62 15.75 3500 9 

201 7/8 22.23 .88 22.35 2500 8 

748 29/32 23.00 .75 19.05 2500 10 

1202 15/16 23.83 .88 22.35 2500 10 

138 1 25.40 .75 19.05 2500 10 

138-2 1 25.40 1.00 25.40 1500 7 

448 1-1/16 27.00 1.00 25.40 2000 10 

224 1-1/8 28.58 .88 22.35 1500 7 

289 1-1/4 31.75 1.00 25.40 1500 10 

1783 1-5/16 33.35 1.00 25.40 1000 7 

760 1-3/8 34.93 .62 15.75 1000 10 

225 1-3/8 35.00 1.00 25.40 1000 8 

290 1-1/2 38.10 1.00 25.40 1000 9 

291 1-5/8 41.28 1.00 25.40 1000 10 

291-2 1-23/32 43.65 1.00 25.40 500 6 

1008 1-3/4 44.45 .88 22.35 500 11 

1008-1 1-3/4 44.45 1.00 25.40 500 6 

1699 1-7/8 47.63 1.00 25.40 500 6 

226 2 50.80 1.00 25.40 1000 13 

327 2-1/8 53.98 1.00 25.40 500 7 

230 2-1/4 57.15 .88 22.35 500 9 

1365 2-1/4 57.15 1.00 25.40 300 9 

227 2-1/2 63.50 .88 22.35 500 8 

372 2-39/64 66.27 1.00 25.40 1000 20 

374 2-5/8 66.68 1.00 25.40 1000 25 

232 2-3/4 69.85 1.00 25.40 250 5 

387 3 76.20 1.00 25.40 450 12 

373 3-1/8 79.38 1.38 35.05 300 10 

1528 3-1/4 82.55 1.00 25.40 800 26 

1563 3-1/2 88.90 1.00 25.40 700 26 

1521 3-1/2 88.90 1.00 25.40 600 22 

2215 3-17/32 89.69 2.00 50.80 300 20 

1540 4 101.60 1.13 28.70 500 29 

377 4-1/4 107.95 1.50 38.10 400 20 

1400 4-13/16 122.25 .64 16.26 500 34 

1363 4-7/8 123.83 .92 23.37 350 30 

324-3 8 203.20 2.30 58.42 40 18 
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Electrical connector caps MS SERIES 

Although designed to protect electrical connectors from dust, 
damage and moisture, the versatility of this design allows the 
MS Series to be used as a cap or plug for a variety of different 
applications.  Flanged end makes for easy removal. 

Specifications 
• Material: Low-Density Polyethylene 
• Optional Material: Electrostatic-Free Material 
• Colour: Red 
• Conforms To: MS-90376 

 

 
Part 

Number 

 
Dash 

Number 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

MS 8R -8R .480 18.80 .540 12.70 .50 12.19 .74 13.72 9000 19 

MS 10R -10R .605 21.34 .665 12.70 .50 15.37 .84 16.89 6000 15 

MS 12R -12R .720 24.64 .775 12.70 .50 18.29 .97 19.69 5000 14 

MS 14R -14R .850 28.45 .905 12.70 .50 21.59 1.12 22.99 3500 13 

MS 16R -16R .973 30.99 1.035 12.70 .50 24.71 1.22 26.29 2500 11 

MS 18R -18R 1.093 33.78 1.155 14.22 .56 27.76 1.33 29.34 2000 11 

MS 20R -20R 1.231 37.34 1.301 14.22 .56 31.27 1.47 33.05 1500 9 

MS 22R -22R 1.340 40.39 1.410 14.22 .56 34.04 1.59 35.81 1500 11 

MS 24R -24R 1.463 43.18 1.533 14.22 .56 37.16 1.70 38.94 1500 12 

MS 28R -28R 1.715 49.53 1.790 14.22 .56 43.56 1.95 45.47 1000 10 

MS 32R -32R 1.965 56.39 2.040 14.22 .56 49.91 2.22 51.82 900 11 

MS 36R -36R 2.215 61.98 2.290 15.24 .60 56.26 2.44 58.17 500 8 

MS 40R -40R 2.440 67.56 2.530 15.24 .60 61.98 2.66 64.26 500 10 

MS 44R -44R 2.720 75.18 2.812 15.24 .60 69.09 2.96 71.42 500 11 

MS 48R -48R 2.960 81.79 3.050 15.24 .60 75.18 3.22 77.47 500 12 

electrical connector caps C SERIES 

Straight-sided, thin-wall closures designed to protect 
threaded connectors. Flanged end allows easy removal 
in hard-to-reach areas.  Versatile design protects 
a variety of threaded and non-threaded applications. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Red 
• Applicable Spec: NAS-813 MS-90376 

 

 
Part 

Number 

To 
Cap 
Thread 
Size 

 
 

Type II 

 
A 

Dimensions 
B 

 
C 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 

C 2 1/2 -8 .476 12.09 .56 14.22 .50 12.70 7500 15 

C 6 5/8 -10 .600 15.24 .68 17.27 .50 12.70 5000 12 

C 8 3/4 -12 .724 18.39 .80 20.32 .50 12.70 5000 14 

C 10 7/8 -14 .849 21.56 .93 23.62 .50 12.70 3000 11 

C 12 1 -16 .974 24.74 1.05 26.67 .50 12.70 2500 11 

C 14 1-1/8 -18 1.097 27.86 1.18 29.97 .56 14.22 2500 14 

C 16 1-3/16 – 1.168 29.67 1.25 31.75 .56 14.22 1500 8 

C 18 1-1/4 -20 1.221 31.01 1.30 33.02 .56 14.22 1500 9 

C 20 1-3/8 -22 1.344 34.14 1.42 36.07 .56 14.22 1500 10 

C 22 1-7/16 – 1.408 35.76 1.49 37.85 .56 14.22 1000 7 

C 24 1-1/2 -24 1.467 37.26 1.55 39.37 .56 14.22 1000 7 

C 26 1-3/4 -28 1.716 43.59 1.78 45.21 .56 14.22 1000 10 

C 28 2 -32 1.964 49.89 2.04 51.82 .62 15.75 500 7 

C 30 2-1/4 -36 2.210 56.13 2.29 58.17 .62 15.75 500 9 

C 32 2-1/2 -40 2.460 62.48 2.54 64.52 .62 15.75 500 10 

C 34 2-3/4 – 2.730 69.34 2.81 71.37 .62 15.75 500 10 

C 36 3 – 2.980 75.69 3.06 77.72 .62 15.75 500 11 

C 38 4 – 3.922 99.62 4.00 101.60 1.00 25.40 250 12 

C 40 5 – 4.900 124.46 4.98 126.49 1.25 31.75 300 20 
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Push-on caps PM SERIES 

This easy-to-use push-on cap is engineered 
to protect metric fittings. Designed to 
be removed numerous times without 
jeopardizing the protection provided the 
threads.Although unique to metric fittings, its 
design can provide protection for a variety of 
threaded and non-threaded fittings. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Light Yellow 

 
 

 
 

Part 
Number 

To Cap 
Metric 

Thread Size 

 
A 

Dimensions 
C 

 
D 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 
PM 12 M12 .463 11.75 .470 11.95 .768 19.50 7000 11 

PM 14 M14 .540 13.72 .470 11.95 .846 21.50 6000 11 

PM 16 M16 .617 15.67 .470 11.95 .925 23.50 5000 11 

PM 18 M18 .696 17.68 .470 11.95 1.004 25.50 5000 12 

PM 20 M20 .774 19.66 .553 14.05 1.083 27.50 3000 9 

PM 22 M22 .855 21.72 .553 14.05 1.161 29.50 3000 10 

 
 
 

Push-on caps PN SERIES 

Engineered to protect NPT fittings, 
although its design can provide 
protection for a variety of threaded 
and non-threaded fittings. Unlike 
tear-tab closures, these caps can be 
removed numerous times without 
jeopardizing the protection provided 
for threads. 

Specifications 
• Material: Low-Density Polyethylene • Colour: Light Red 

 
 

 
 

Part 
Number 

To Cap 
NPT 
Size 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

PN 2 1/8 .399 10.13 .383 9.73 .38 9.65 .66 16.76 15000 19 

PN 4 1/4 .533 13.54 .508 12.90 .53 13.46 .81 20.57 9000 20 

PN 6 3/8 .669 16.99 .644 16.36 .53 13.46 .94 23.88 5000 14 

PN 8 1/2 .833 21.16 .800 20.32 .72 18.29 1.09 27.69 2500 11 

PN 12 3/4 1.045 26.54 1.011 25.68 .75 19.05 1.31 33.27 3500 21 

PN 16 1 1.310 33.27 1.267 32.18 .93 23.62 1.56 39.62 1000 9 

PN 20 1-1/4 1.655 42.04 1.611 40.92 .97 24.64 1.94 49.28 800 11 

PN 24 1-1/2 1.893 48.08 1.848 46.94 .97 24.64 2.16 54.86 2000 26 

PN 32 2 2.370 60.20 2.323 59.00 1.03 26.16 2.62 66.55 600 13 
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Push-on (straight-thread) caps PO SERIES 

Unlike tear-tab closures that can only be 
used once, the PO Series can be removed 
repeatedly without jeopardizing protection. 
Specifically designed to protect straight 
threads with and without o-rings, this 
unique design also lends itself to protecting 
various thread forms and non-threaded fittings. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Natural 

 

 
Part 

Number 

To 
Cap 
Thread 
Size 

 
A 

Dimensions 
B 

 
C 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 

PO 20 7/16 .428 10.87 .50 12.70 .69 17.53 10000 14 

PO 30 1/2 .490 12.45 .50 12.70 .75 19.05 7000 12 

PO 40 9/16 .550 13.97 .53 13.46 .81 20.57 7500 14 

PO 50 11/16 .676 17.17 .53 13.46 .94 23.88 5000 12 

PO 55 – .721 19.84 .70 17.78 1.00 25.40 3500 12 

PO 60 3/4 .738 20.04 .70 17.78 1.00 25.40 3500 12 

PO 70 13/16 .802 20.37 .59 14.99 1.06 26.92 3500 11 

PO 80 7/8 .864 21.95 .69 17.53 1.12 28.45 2500 9 

PO 90 1 .990 25.15 .69 17.53 1.25 31.75 3000 14 

PO 100 1-1/16 1.051 26.70 .78 19.81 1.31 33.27 2250 12 

PO 110 1-3/16 1.175 29.85 .78 19.81 1.44 36.58 2000 12 

PO 120 1-5/16 1.298 32.97 .78 19.81 1.56 39.62 1500 10 

PO 130 1-7/16 1.426 36.22 .78 19.81 1.69 42.93 1000 8 

PO 140 1-5/8 1.612 40.94 .88 22.35 1.88 47.75 1000 10 

PO 150 1-11/16 1.674 42.52 .88 22.35 1.94 49.28 800 9 

PO 160 1-7/8 1.861 47.27 1.00 25.40 2.12 53.85 500 7 

 

 
 
 

 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Orange 

Flanged-tube caps FT/FL SERIES 

FT SERIES 
Straight-sided tube caps with 
a flanged top for easy removal. 
Designed to protect threaded 
and non-threaded parts. Can be 
used for a variety of applications. 

FL SERIES 
The same as FT but with a longer 
inside length. 

 

 
Part 

Number 

To 
Cap 
Thread 
Size 

 
A 

Dimensions 
B 

 
C 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 

*FT 2211 5/16 .315 8.00 .84 21.34 .51 12.95 10000 18 

*FT 2210 3/8 .377 9.58 .84 21.34 .58 14.73 7500 16 

FT 2097 m-14 .553 14.05 .81 20.57 .69 17.53 5000 12 

FT 220 5/8 .611 15.52 .88 22.35 .75 19.05 5000 15 

FT 221 11/16 .678 17.22 .88 22.35 .84 21.34 4500 14 

FT 222 3/4 .737 18.72 .88 22.35 .91 23.11 4000 14 

FT 201 7/8 .866 22.00 .88 22.35 1.03 26.16 2500 11 

FT 448 1-1/16 1.063 27.00 1.00 25.40 1.22 30.99 1000 7 

FT 448-1 1-1/16 1.048 26.62 1.12 28.45 1.22 30.99 1000 7 
 

LONG 
 

VERSION 
 

 
.500 

.875 

 

 
12.70 

22.23 

 

 
1.33 

1.69 

 

 
33.78 

42.93 

 

 
.64 

1.03 

 

 
16.26 

26.16 

 

 
4000 

1500 

 

 
15 

13 

FL 218 1/2 

FL 201 7/8 

*Has three internal beads. 
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Tear-tab (straight-thread) caps TU SERIES 

Protect threads from damage. 
Easy-to-use tear-tab caps employ 
friction for snug fit. To remove, 
simply pull tear tab and discard. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Natural 

 
 
 
 

 
Part 

Number 

To 
Cap 
Thread 
Size 

SAE/JIC 
Fitting 
Size 

Dimensions Standard 
Package A B 

in mm in mm Pieces Lbs. 

TU 3 3/8 3 .367 9.32 .44 11.18 7500 10 

TU 4 7/16 4 .428 10.87 .46 11.68 5000 7 

TU 5 1/2 5 .492 12.50 .46 11.68 5000 8 

TU 6 9/16 6 .554 14.07 .48 12.19 3500 7 

TU 6X 5/8 - .616 15.65 .48 12.19 3500 7 

TU 7 11/16 7 .678 17.22 .48 12.19 2500 6 

TU 8 3/4 8 .741 18.82 .56 14.22 4000 11 

TU 9 13/16 9 .803 20.40 .56 14.22 2500 8 

TU 10 7/8 10 .865 21.97 .65 16.51 2500 9 

TU 11 1 11 .990 25.15 .65 16.51 3000 13 

TU 12 1-1/16 12 1.053 26.75 .75 19.05 2500 13 

TU 13 1-3/16 13 1.178 29.92 .75 19.05 2000 12 

TU 16 1-5/16 16 1.303 33.10 .75 19.05 1500 10 

TU 17 1-7/16 17 1.428 36.27 .75 19.05 500 4 

TU 20 1-5/8 20 1.616 41.05 .82 20.83 750 7 

TU 21 1-11/16 21 1.678 42.62 .82 20.83 500 6 

TU 24 1-7/8 24 1.866 47.40 .95 24.13 500 7 

TU 32 2-1/2 32 2.491 63.27 1.10 27.94 350 8 

 

 

Tear-tab (npt) caps TT SERIES 
 

 

 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Orange 

Designed to protect national 
pipe threads (NPT), its versatility 

     allows for numerous types of 
applications. Engineered to 
engage threads by using a friction 
fit. To remove, simply pull tear 
tab and discard. 

 
Part 

Number 

To Cap 
NPT 

Thread Size 

Dimensions Standard 
Package A B 

in mm in mm Pieces Lbs. 

TT 0 1/16 .300 7.62 .32 8.13 20000 11 

TT 1 1/8 .400 10.16 .32 8.13 12000 9 

TT 2 1/4 .553 14.05 .49 12.45 5000 7 

TT 3 3/8 .670 17.02 .49 12.45 7500 14 

TT 4 1/2 .835 21.21 .64 16.26 3500 12 

TT 6 3/4 1.040 26.42 .65 16.51 2000 9 

TT 8 1 1.302 33.07 .81 20.57 1500 11 

TT 10 1-1/4 1.655 42.04 .84 21.34 1000 11 

TT 12 1-1/2 1.880 47.75 .85 21.59 500 6 

TT 16 2 2.360 59.94 .89 22.61 500 10 
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Split-flange coupling caps CODE 61 CC SERIES 
 

 
 

Designed to protect the machined surfaces of Code 61 split flanges.The engineered 
internal locking beads holds the cap securely. Translucent cap allows the o-ring to 
remain visible. 

Specifications • Material: Low-Density Polyethylene • Color: Natural 
 

 

High-pressure 
Split-flange coupling caps CODE 62 CCH SERIES 

 

CODE 62 
Part 

Number 

 
Flange 
Size 

 
Dash 

Number 

A 
To Fit Flange 

Head Diameter 

B 
To Fit Flange 

Head Thickness 

C 
To Fit Flange 

Head Thickness 

Standard 
Package 

Pieces Lbs. 

CCH 8 1/2 -8 1.250 0.305 – 3000 13 

CCH 12 3/4 -12 1.625 0.345 0.560 1500 10 

CCH 16 1 -16 1.870 0.375 0.560 1500 12 

CCH 20 1-1/4 -20 2.125 0.405 0.560 1000 10 

CCH 24 1-1/2 -24 2.500 0.495 0.560 700 9 

CCH 32 2 -32 3.125 0.495 0.560 500 8 

 
Designed to protect the machined surfaces 
of high pressure Code 62 split flanges. 
Our caps push on easily and lock securely with a unique internal bead that 
accommodates both the standard high pressure flange thickness and the thicker 
“Caterpilla style” flanges. Translucent caps provide o-ring visibility. 

Specifications • Material: Low-Density Polyethylene • Color: Natural 
 
 

grease-fitting caps GC-10 SERIES 

A durable cap that will resist weak acids and various 
solvents. Prevents contaminants and moisture from 
entering grease fittings. Unique retaining ring holds cap in 
place during servicing, and a locking mechanism inside the 
cap maintains a secure fit. 

Specifications 
• Material: Low-Density Polyethylene 
• Color: Red 

 

 
Part 

Number 

Dimensions Standard 
Package Center to Center 

inches 
Center to Center 

mm Pieces Lbs. 

GC 10 0.47 11.94 8500 5 

CODE 61 
Part 

Number 

 
Flange 

Size 

 
Dash 

Number 

A 
To Fit Flange 

Head Diameter 

B 
To Fit Flange 

Head Thickness 

Standard 
Package 

Pieces Lbs. 

CC 8 1/2 -8 1.188 0.265 3000 13 

CC 12 3/4 -12 1.500 0.265 1500 10 

CC 16 1 -16 1.750 0.315 1500 12 

CC 20 1-1/4 -20 2.000 0.315 1000 10 

CC 24 1-1/2 -24 2.375 0.315 700 9 

CC 32 2 -32 2.812 0.375 500 8 

CC 40 2-1/2 -40 3.312 0.375 500 11 

CC 48 3 -48 4.000 0.375 500 16 
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Threaded (straight) cap TC SERIES 
 

 

 

 

Designed to protect straight threads on studs and 
fittings. Rolled threads allow you to either push or 
thread on. Tight seal makes an ideal mask for painting 
or plating, as well as a deterrent for contaminates. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Orange • Applicable Spec: 

MIL-C-5501/11 (NAS-814) 

MIL-C-5501/3 

Flared-fitting plugs HF SERIES 

Designed to protect flared fittings 
as well as 37°-flared fittings without 
gasket. Engineered with knurled 
head for ease of application. Will 
meet low-pressure testing requirements. 

Specifications 
• Material: High-Density Polyethylene 
• Colour: Red 

 

 
Part 

Number 

To Plug 
Thread 
Size 

To Plug 
Tubing 
Size 

To Plug 
SAE/JIC 
Fitting 

 
A 

Dimensions 
B 

 
C 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 

HF 4 3/8-24 3/16 3 .46 11.68 .56 14.22 .18 4.57 10000 12 

HF 6 7/16-20 1/4 4 .50 12.70 .72 18.29 .22 5.59 5000 10 

HF 8 1/2-20 5/16 5 .53 13.46 .81 20.57 .25 6.35 7500 18 

HF 10 9/16-18 3/8 6 .53 13.46 .88 22.35 .28 7.11 5000 15 

HF 11 5/8-18 3/8 – .59 14.99 .94 23.88 .25 6.35 5000 13 

HF 12 3/4-16 1/2 8 .75 19.05 1.06 26.92 .28 7.11 3000 14 

HF 14 7/8-14 5/8 10 .84 21.34 1.25 31.75 .28 7.11 2000 12 

HF 16 1-1/16-12 3/4 12 .86 21.84 1.41 35.81 .25 6.35 1500 12 

HF 17 1-1/16-14 3/4 – .86 21.84 1.41 35.81 .25 6.35 1000 6 

HF 18 1-3/16-12 7/8 – .93 23.62 1.50 38.10 .25 6.35 2500 25 

HF 20 1-5/16-12 1 16 .91 23.11 1.75 44.45 .25 6.35 1000 12 

HF 22 1-1/2-12 – – .93 23.62 1.81 45.97 .31 7.87 1000 17 

HF 24 1-5/8-12 1-1/4 – .94 23.88 2.22 56.39 .34 8.64 500 10 

HF 26 1-3/4-12 – – .97 24.64 2.31 58.67 .34 8.64 500 12 

HF 28 1-7/8-12 1-1/2 – 1.06 26.92 2.47 62.74 .38 9.65 500 12 

HF 30 2-1/4-12 1-3/4 – 1.31 33.27 2.75 69.85 .38 9.65 250 9 

HF 32 2-1/2-12 2 – 1.31 33.27 3.09 78.49 .38 9.65 250 9 
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Part 

Number 

To Cap 
Thread 

Size 

 
Tubing 

Size 

Dimensions 
A 

Standard 
Package 

in mm Pieces Lbs. 

TC 1 3/8-24 3/16 .47 11.94 15000 14 

TC 2 7/16-20 1/4 .47 11.94 15000 17 

TC 3 7/16-24 1/4 .31 7.87 10000 10 

TC 40 1/2-20 5/16 .50 12.70 5000 6 

TC 4 1/2-20 5/16 .50 12.70 10000 16 

TC 42 1/2-20 5/16 .88 22.35 5000 11 

TC 5 9/16-18 3/8 .50 12.70 7500 12 

TC 6 5/8-18 3/8 .47 11.94 7500 15 

TC 62 5/8-18 3/8 .59 14.99 5000 12 

TC 63 5/8-18 3/8 .75 19.05 5000 15 

TC 7 5/8-24 – .38 9.65 10000 15 

TC 8-S 3/4-16 1/2 .50 12.70 5000 13 

TC 8 3/4-16 1/2 .56 14.22 5000 14 

TC 8-R 3/4-16 1/2 .63 16.00 4500 14 

TC 82 3/4-18 – .69 17.53 5000 15 

TC 9 3/4-20 – .50 12.70 5000 11 

TC 10 7/8-14 5/8 .72 18.29 5000 21 

TC 111 7/8-18 5/8 .78 19.81 5000 19 

TC 100 7/8-20 5/8 .72 18.29 4000 15 

TC 120 1-20 – .78 19.81 2000 11 

TC 13 1-1/16-12 3/4 .75 19.05 2000 11 

TC 14 1-1/16-14 3/4 .75 19.05 1500 11 

TC 15 1-1/8-18 – .47 11.94 2500 15 

TC 17 1/1/4-18 – .47 11.94 2000 16 

TC 18 1-5/16-12 1 .88 22.35 1000 8 

TC 19 1-3/8-18 1 .47 11.94 1500 14 

TC 20 1-5/8-12 1-1/4 .91 23.11 750 8 

TC 21 1-7/8-12 1-1/2 1.00 25.40 700 10 
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Designed specifically to protect 
flat-face o-ring fittings. Widely 
used in the hydraulic and 
pneumatic industries. Head 
design allows for easy mechanical 
and hand installation. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Red 

Flat-face o-ring plugs PDF SERIES 

8 or 6 RIBS EQUALLY SPACED 

PDF 40 & 80 PDF 60, 100, 120 & 160 

 

Part 
Number 

To Plug Nominal 
Tubing Size - Inches 

To Fit Thread Size 
Inches 

Dimensions 
B C 

Packaging 
Carton Mini Pak 

in mm in mm Quantity Quantity 

PDF-40 (PDE-6) 1/4 9/16-18 .48 12.19 .68 17.27 5000 1000 

PDF-60 3/8 11/16-16 .44 11.18 .87 22.10 5000 1000 

PDF-80 1/2 13/16-16 .50 12.70 .94 23.88 5000 1000 

PDF-100 5/8 1-14 .59 14.99 1.16 29.47 2500 500 

PDF-120 3/4 1-3/16-12 .63 16.00 1.33 33.78 2500 500 

PDF-160 1 1-7/16-12 .75 19.05 1.63 41.40 1000 200 

 

 

Inverted flared-fitting plugs HT SERIES 

Designed to protect inverted flare 
fittings. Engineered with knurled 
head for ease of application. 
Will meet low-pressure testing 
requirements. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Red 
• Applicable Spec: MIL-C-52078 

 
 

 
Part 

Number 

To Plug 
Standard 
Thread Size 

To Plug 
Tubing 
Size 

Dimensions Standard 
Package A B C 

in mm in mm in mm Pieces Lbs. 

HT 2 5/16-28 1/8 .22 5.59 .44 11.18 .19 4.83 5000 5 

HT 4 3/8-24 3/16 .25 6.35 .50 12.70 .19 4.83 5000 6 

HT 6 7/16-24 1/4 .27 6.86 .63 16.00 .19 4.83 5000 8 

HT 8 1/2-20 5/16 .28 7.11 .69 17.53 .25 6.35 5000 11 

HT 10 5/8-18 3/8 .31 7.87 .81 20.57 .25 6.35 5000 13 

HT 12 3/4-18 1/2 .31 7.87 .87 22.10 .25 6.35 5000 15 

HT 14 7/8-18 5/8 .38 9.65 .87 22.10 .25 6.35 5000 17 

HT 16 1-1/16-16 3/4 .43 10.92 1.19 30.23 .25 6.35 2500 13 
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flareless tube and nut assembly plugs PDE   SERIES 

Knurled for ease of application, Series PDE Plugs are 
designed to fit MS-21921 tube and nut assemblies 
interchangeably.They can be installed with light finger 
tightening to seal beyond normal requirements. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Red 

 
6 or 8 RIBS 

 
 
 

 

Part 
Number 

To Fit Thread Size 
Inches 

Dimensions 
B C 

Packaging 
Carton Mini Pak 

in mm in mm Quantity Quantity 

PDE-3 3/16-24 .35 8.89 .56 14.22 5000 1000 

PDE-4 7/16-20 .40 10.16 .56 14.22 5000 1000 

PDE-5 1/2-20 .46 11.68 .63 16.00 5000 1000 

PDE-6 9/16-18 .48 12.19 .68 17.27 5000 1000 

PDE-8 3/4-16 .54 13.72 .87 22.10 5000 1000 

PDE-10 7/8-14 .62 15.75 1.00 25.40 2500 500 

PDE-12 1-1/16-12 .64 16.26 1.25 31.75 1000 200 

PDE-16 1-5/16-12 .72 18.29 1.50 38.10 1000 200 

 
 
 

SAE o-ring port plugs PDO SERIES 

Series PDO Plugs provide positive sealing for SAE- 
straight-threaded O-ring type ports and MIL-MS-33649 
bosses on fluid power components. Integral O-ring 
type bead seals in the bevel of the port to prevent oil 
leakage or entrance of contaminants. Seal at outside of 
knurl protects port face against paint and dirt. 

Specifications 
• Material: High-Density Polyethylene 
• Colour: Red  

O-RING-TYPE 
SEALING BEAD 

 

Part 
Number 

To Fit 
Thread Size 

Inches 

Dimensions Packaging 
Carton Mini Pak B C D 

in mm in mm in mm Quantity Quantity 

PDO-104 7/16-20 .32 8.13 .65 16.51 .38 9.65 5000 1000 

PDO-105 1/2-20 .32 8.13 .72 18.29 .38 9.65 5000 1000 

PDO-106 9/16-18 .36 9.14 .78 19.81 .38 9.65 5000 1000 

PDO-108 3/4-16 .40 10.16 .98 24.89 .38 9.65 2500 500 

PDO-110 7/8-14 .45 11.43 1.11 28.20 .38 9.65 2500 500 

PDO-112 1-1/16-12 .62 15.75 1.31 33.27 .38 9.65 2500 500 

PDO-116 1-5/16-12 .62 15.75 1.56 39.63 .38 9.65 1000 200 

PDO-120 1-5/8-12 .62 15.75 1.88 47.75 .38 9.65 1000 200 

6 or 8 RIBS 

.25 
.04 

th
re

a
d

e
d

 p
lu

g
s 

  

  

 



36 For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
 

 

 
 
 

Unified sealing plug UT SERIES 

Designed to protect unified/straight 
threaded ports. Each plug features a 
unique and integral Tight Fit™ sealing 
lip along with five complete threads. 
This design prevents contaminants 
from entering or fluids from escaping 
fittings or ports…without the need of 
an o-ring. UT Series can be applied  
or removed with a screwdriver, socket 
wrench, power tool or by hand. 

Specifications 
• High-Density Polyethylene 
• Color: Red • Optional Material: Nylon 6 (yellow) 

 

 
Part 

Number 

To Plug 
Thread 
Size 

 
A 

Dimensions 
B 

 
C 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 

UT 6 7/16-20 0.43 11.00 0.82 20.80 0.35 9.00 7000 30 

UT 8 1/2-20 0.43 11.00 0.90 22.80 0.39 10.00 5500 33 

UT 10 9/16-18 0.43 11.00 0.98 24.80 0.39 10.00 4700 29 

UT 11 5/8-18 0.47 12.00 0.98 24.80 0.47 12.00 3500 32 

UT 12 3/4-16 0.39 10.00 1.02 26.00 0.51 13.00 3000 26 

UT 14 7/8-14 0.55 14.00 1.33 33.80 0.47 12.00 1700 24 

UT 16 1-1/16-12 0.55 14.00 1.61 40.80 0.47 12.00 1200 25 

UT 20 1-5/16-12 0.59 15.00 1.65 42.00 0.59 15.00 750 18 

UT 24 1-5/8-12 0.67 17.00 2.28 57.80 0.59 15.00 400 16 

 
 
 

 

Threaded (nf and un) plugs TF SERIES 

General purpose threaded plug that can be 
utilized for a variety of different applications. 
Series can be tightened by hand, hex wrench 
or screwdriver. Will meet low-pressure 
testing requirements. 

Specifications 
• Material: Polypropylene 
• Colour: Red 
• Thread Locations Will Vary 

– Sampling Recommended 
 

 
Part 

Number 

To Plug 
Thread 
Size 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

TF 7-1 7/16-20 .30 7.62 .68 17.27 .19 4.83 .44 11.18 5000 12 

TF 8 1/2-20 .36 9.14 .74 18.80 .19 4.83 .50 12.70 4500 12 

TF 9 9/16-18 .35 8.89 .81 20.57 .19 4.83 .50 12.70 3500 11 

TF 10 5/8-18 .34 8.64 .74 18.80 .17 4.32 .56 14.22 7500 25 

TF 12 3/4-16 .44 11.18 .89 22.61 .18 4.57 .68 17.27 5000 25 

TF 12-2 3/4-16 .44 11.18 1.03 26.16 .19 4.83 .69 17.53 5000 28 

TF 14 7/8-14 .50 12.70 1.02 25.91 .24 6.10 .75 19.05 2500 17 

TF 17-2 1-1/16-12 .62 15.75 1.47 37.34 .19 4.83 .88 22.35 1500 17 

TF 21-1 1-5/16-12 .88 22.35 1.56 39.62 .25 6.35 .88 22.35 1000 19 

TF 26 1-5/8-12 1.00 25.40 2.00 50.80 .25 6.35 1.00 25.40 1000 19 

TF 30 1-7/8-12 1.00 25.40 2.25 57.15 .25 6.35 1.25 31.75 500 17 

Available with or without o-ring. Call Alberta Casters for details. 
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threaded (npt) plugs TH SERIES • HEX SOCKET 
 

 
Part 

Number 

To Plug 
NPT 

Thread Size 

Dimensions 
A B 

Standard 
Package 

in mm in mm Pieces Lbs. 

TH 3 1/4 .31 7.87 .25 6.35 3500 9 
TH 5 3/8 .38 9.65 .31 7.87 4000 20 

TH 7 1/2 .38 9.65 .38 9.65 2500 18 

TH 9 3/4 .50 12.70 .56 14.22 1500 17 

TH 11 1 .53 13.46 .63 16.00 800 19 

Socket design allows for threads to be protected during 
low-pressure testing and in-plant processing. Commonly 
used to keep contaminates and moisture from threaded 
port. Oil and heat resistant to 250°F. Not for 
permanent  applications. 

 

Specifications 

• Material: High-Density Polyethylene • Colour: Black • Applicable Spec: MIL-C-5501/5 

threaded (npt) plugs TP SERIES • SQUARE HEAD 

Ideal for low-pressure testing and in-house handling. Square-head design makes for 
easy application. Protects threaded ports against contaminates and moisture. Resists 
oil and heat up to 250°F. Not for permanent applications. 

Specifications 
• Material: High-Density Polyethylene 
• Colour: Black 

• Applicable Spec: MIL-C-5501/5 
 

 
 

Part 
Number 

To Plug 
NPT 

Thread Size 

 
A 

Dimensions 
B 

 
C 

Standard 
Package 

in mm in mm in mm Pieces Lbs. 

TP 1 1/8 .29 7.37 .28 7.11 .25 6.35 5000 8 
TP 3 1/4 .35 8.89 .38 9.65 .25 6.35 5000 13 

TP 5 3/8 .42 10.67 .44 11.18 .25 6.35 3000 12 

TP 7 1/2 .47 11.94 .56 14.22 .25 6.35 1500 10 

TP 9 3/4 .52 13.21 .62 15.75 .25 6.35 2000 19 
TP 11 1 .59 14.99 .81 20.57 .25 6.35 1500 19 

TP 13 1-1/4 .83 21.08 1.00 25.40 .38 9.65 500 15 

TP 15 1-1/2 .83 21.08 1.25 31.75 .38 9.65 500 15 
 

Threaded (npt) plugs  TP-F  SERIES • SQUARE  HEAD WITH  FLANGE 

Flange design allows plug to protect circumference of port while protecting threads 
from contaminates and moisture. Commonly used during low-pressure testing and in- 
plant processing. Combats oil and heat up to 250°F. Not for permanent applications. 

Specifications 
• Material: High-Density Polyethylene 
• Colour: Black 

• Applicable Spec: MIL-C-5501/5 
 
 
 

 
Part 

Number 

To Plug 
NPT 

Thread Size 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

*TP 1F 1/8 .29 7.37 .43 10.92 .19 4.83 .56 14.22 7500 16 
TP 3F 1/4 .35 8.99 .44 11.18 .25 6.35 .69 17.53 5000 16 

TP 5F 3/8 .41 10.41 .44 11.18 .25 6.35 .81 20.57 2500 11 

TP 7F 1/2 .47 11.94 .56 14.22 .25 6.35 1.00 25.40 1500 11 

TP 9F 3/4 .52 13.21 .63 16.00 .25 6.35 1.25 31.75 2000 20 

*Hexagonal head 
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Flush style SI SERIES 

Provides an attractive, finished 
appearance for access holes in sheet 
metal. Widely used on automobile 
bodies, tanks, appliances or in any 
application where an attractive 
appearance is needed. Flexible yet 
durable. Snap-in ring provides a 
secure fit. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Black 

 
 
 

 
Part 

Number 

 
To Plug 

Hole Size 

 
Metal 

Thickness 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

*SI 659 3/8 .02-.05 .410 10.41 .375 9.53 .31 7.87 .75 19.05 5000 5 

SI 659-1 3/8 .06-.11 .410 10.41 .375 9.53 .31 7.87 .75 19.05 5000 5 

SI 400 7/16 .03-.06 .470 11.94 .437 11.10 .36 9.14 .69 17.53 15000 18 

SI 401 9/16 .03-.08 .600 15.24 .560 14.22 .45 11.43 .87 22.10 7000 12 

SI 411 1/2 .03-.08 .540 13.72 .500 12.70 .40 10.16 .88 22.35 15000 18 

SI 430 5/8 .06-.08 .675 17.15 .615 15.62 .50 12.70 1.06 26.92 10000 23 

SI 430-S 5/8 .06-.08 .675 17.15 .625 15.88 .55 13.97 1.06 26.92 15000 17 

SI 437 11/16 .03-.08 .710 18.03 .680 17.27 .56 14.22 1.06 26.92 8000 18 

SI 412 3/4 .05-.11 .790 20.07 .750 19.05 .62 15.75 1.00 25.40 10000 23 

* SI 402 13/16 .03-.08 .850 21.59 .812 20.62 .67 17.02 1.11 28.19 7000 17 

SI 438 7/8 .03-.08 .910 23.11 .875 22.23 .75 19.05 1.16 29.46 7000 20 

SI 403 15/16 .03-.08 .980 24.89 .937 23.80 .78 19.81 1.31 33.27 4000 14 

SI 413 1 .03-.08 1.040 26.42 1.000 25.40 .88 22.35 1.38 35.05 4000 15 

SI 465 1-3/32 .03-.08 1.150 29.21 1.090 27.69 1.00 25.40 1.31 33.27 5000 15 

*SI 404 1-1/8 .03-.08 1.180 29.97 1.120 28.45 1.01 25.65 1.53 38.86 5000 21 

SI 457 1-3/16 .03-.08 1.220 30.99 1.190 30.23 1.05 26.67 1.56 39.62 3500 17 

SI 414 1-1/4 .03-.08 1.290 32.77 1.250 31.75 1.12 28.45 1.62 41.15 2500 13 

SI 405 1-5/16 .03-.08 1.360 34.54 1.310 33.27 1.14 28.96 1.68 42.67 5000 21 

SI 415 1-1/2 .02-.08 1.540 39.12 1.500 38.10 1.40 35.56 1.88 47.75 2000 13 

SI 416 1-3/4 .03-.08 1.790 45.47 1.750 44.45 1.62 41.15 2.12 53.85 1500 13 

SI 417 2 .03-.08 2.050 52.07 2.000 50.80 1.88 47.75 2.44 61.98 1500 17 

SI 406 2-1/8 .03-.08 2.170 55.12 2.100 53.34 1.94 49.28 2.49 63.25 1000 19 

SI 419 2-1/2 .03-.08 2.580 65.53 2.520 64.01 2.38 60.45 3.00 76.20 1000 18 

SI 472 2-5/8 .03-.08 2.675 67.95 2.645 67.18 2.52 64.01 3.12 79.25 1000 19 

SI 421 3 .03-.08 3.060 77.72 3.000 76.20 2.85 72.39 3.38 85.85 500 11 

SI 407 3-1/8 .03-.08 3.180 80.77 3.110 78.99 2.94 74.68 3.52 89.41 250 7 

SI 408 3-3/8 .03-.08 3.430 87.12 3.375 85.73 3.22 81.79 3.75 95.25 250 7 

*SI 409 3-1/2 .03-.11 3.560 90.42 3.500 88.90 3.34 84.84 3.86 98.04 250 7 

*SI 425 4 .05-.10 4.060 103.12 4.000 101.60 3.90 99.06 4.50 114.30 350 13 

*SI 425-S 4 .05-.10 4.100 104.14 4.000 101.60 3.88 98.55 4.50 114.30 400 19 
 

*SI 659.19 Overall Height 

*SI 402.37 Overall Height 

*SI 404.43 Overall Height 

* SI 409.35 Overall Height 

*SI 425.50 Overall Height 

*SI 425-S.50 Overall Height 
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Recessed style SI SERIES 

Provides an attractive, finished appearance 
for access holes in sheet metal. Widely 
used on automobile bodies, tanks, 
appliances or in any application where an 
attractive appearance is needed. Flexible 
yet durable. Snap-in ring provides a 
secure fit. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Black 

 

 
Part 

Number 

 
To Plug 

Hole Size 

 
Metal 

Thickness 

 
A 

Dimensions 
B C 

 
D 

Standard 
Package 

in mm in mm in mm in mm Pieces Lbs. 

SI 411-2 1/2 .02-.07 .538 13.67 .500 12.70 .27 6.86 .88 22.35 15000 17 

SI 412-2 3/4 .02-.14 .800 20.32 .750 19.05 .36 9.14 1.16 29.46 8000 23 

SI 438-2 7/8 .02-.10 .925 23.50 .875 22.23 .35 8.89 1.25 31.75 5000 16 

SI 413-2 1 .02-.10 1.050 26.67 1.000 25.40 .35 8.89 1.38 35.05 4000 15 

SI 465-2 1-3/32 .02-.10 1.125 28.58 1.090 27.69 .35 8.89 1.44 36.58 5000 18 

SI 410-2 1-1/8 .03- .08 1.188 30.18 1.125 28.58 .44 11.18 1.53 38.86 2500 11 

SI 414-2 1-1/4 .01-.10 1.308 33.22 1.250 31.95 .33 8.38 1.63 41.40 2500 11 

SI 415-2 1-1/2 .02-.10 1.550 39.37 1.500 38.10 .35 8.89 1.88 47.75 2000 13 

SI 418-2 1-5/8 .03-.10 1.675 42.55 1.625 41.28 .35 8.89 2.00 50.80 1500 10 

SI 416-2 1-3/4 .02-.10 1.800 45.72 1.750 44.45 .35 8.89 2.13 54.10 1500 12 

SI 417-2 2 .02-.10 2.050 52.07 2.000 50.80 .34 8.64 2.38 60.45 1000 9 

SI 419-2 2-1/2 .02-.10 2.570 65.28 2.500 63.50 .38 9.65 3.00 76.20 1250 22 

SI 421-2 3 .02-.10 3.060 77.72 3.00 76.20 .41 10.41 3.56 90.42 500 11 

 
 

 

Interrupted-bead plugs IB SERIES 

All the advantages of a threaded plug 
without the threading action. Snaps into 
fittings to seal out contaminates and 
provide an attractive finish. Interrupted 
external bead grips threads yet strips out 
without shredding. 

Specifications 
• Material: Low-Density Polyethylene    

• Colour: Orange 
 
 

 
Part 

Number 

To Plug 
NPT Thread 

Size 

To Plug 
SAE Thread 

Size 

Dimensions 
A B 

Standard 
Package 

in mm in mm Pieces Lbs. 

IB 6 1/8 3/8 .325 8.26 .22 5.59 19000 11 

IB 7 – 7/16 .380 9.65 .25 6.35 12000 9 

IB 8 1/4 1/2 .440 11.18 .25 6.35 10000 9 

IB 9 – 9/16 .500 12.70 .27 6.86 15000 15 

IB 10 3/8 5/8 .560 14.22 .23 5.84 10000 15 

IB 12 – 3/4 .681 17.30 .25 6.35 7500 12 

IB 14 – 7/8 .790 20.07 .25 6.35 6500 13 

IB 16 3/4 1 .918 23.32 .25 6.35 5000 12 

IB 17 – 1-1/16 .974 24.74 .25 6.35 4500 11 

   

   

s
n

a
p

-i
n

 p
lu

g
s 



40 For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
 

 

Chassis Dimensions Part Dimensions 
Part Maximum Thickness Mounting Hole Dia. C D Standard 

 
 

Dome plugs DOP SERIES 

Closes unneeded holes in chassis or other surfaces. 
Locks firmly into chassis or surfaces up to 1/8" thickness 
with quick and easy installation. Convex matte-finish head 
tapers to thin edge. 

Specifications 
• Material: Nylon 6 • Colour: Black 
• Optional Colours:White and other colours available at extra charge (minimum quantities apply). 
• Locking fingers in fractional increments up to maximum chassis thickness. 
• Approximate head thickness: 0.063”.Thickness may vary. 

 
 
 

Number in mm in mm in mm in mm Package 

*DOP 187 .062 1.6 .187 4.7 .234 5.9 .250 6.4 1000 

DOP 250 .062 1.6 .250 6.3 .312 7.9 .312 7.9 1000 

DOP 312 .062 1.6 .312 7.9 .312 7.9 .375 9.5 1000 

DOP 375 .125 3.2 .375 9.5 .406 10.3 .468 11.9 1000 

DOP 437 .125 3.2 .437 11.1 .406 10.3 .531 13.5 1000 

DOP 500 .125 3.2 .500 12.7 .406 10.3 .578 14.7 1000 

DOP 562 .125 3.2 .562 14.3 .406 10.3 .656 16.7 1000 

DOP 625 .125 3.2 .625 15.9 .406 10.3 .718 18.2 1000 

DOP 687 .125 3.2 .687 17.5 .406 10.3 .781 18.2 1000 

DOP 750 .125 3.2 .750 19.1 .406 10.3 .921 23.4 1000 

DOP 812 .125 3.2 .812 20.6 .406 10.3 .890 22.6 1000 

DOP 875 .125 3.2 .875 22.2 .406 10.3 1.016 25.8 1000 

DOP 1000 .125 3.2 1.000 25.5 .453 11.5 1.203 30.5 500 

DOP 1093 .125 3.2 1.093 27.8 .453 11.5 1.218 31.0 500 

DOP 1187 .125 3.2 1.187 30.1 .453 11.5 1.312 33.3 500 

DOP 1250 .125 3.2 1.250 31.7 .453 11.5 1.375 34.9 500 

DOP 1375 .125 3.2 1.375 34.9 .453 11.5 1.500 38.1 500 

DOP 1500 .125 3.2 1.500 38.1 .453 11.5 1.672 42.4 500 

DOP 1750 .125 3.2 1.750 45.0 .453 11.5 1.925 48.9 500 

DOP 2000 .125 3.2 2.000 50.8 .453 11.9 2.140 55.1 100 

*Glossy-finish head. 

Rectangular tubing plugs RC SERIES 
 

 

These rectangular-shaped plugs 
are offered in a large selection of 
special tubing sizes. Unique “fins” 
grip tight to the inside of tube pro- 
viding a sure fit. Used extensively in 
the office and commercial furniture 
industry as well as display fixtures 
and similar metal products. 

 
 
 
 
 
 

 
* Plain shank 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Black 

 

There are new sizes and styles of tubing plugs becoming available on a regular basis, please contact our Sales Department for sizes. 
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Part 

Number 

 Standard 
Package To Fit 

Tube Size 
Tube Wall 

Gauge 
Tubing Wall 

Thickness Pieces Lbs. 

RC 0510 

RC 0515 

RC 0615 

RC 0715 

RC 1012 

1/2x1 

1/2x1-1/2 

5/8x1-3/8 

3/4X1-1/2 

1x1-1/4 

16-18 

14-20 

14-20 

14-20 

14-20 

.065-.049 

.083-.035 

.083-.035 

.083-.035 

.083-.035 

2500 

3000 

2500 

2000 

2000 

11 

23 

19 

19 

20 

RC 1015-1 

RC 1020 

RC 1020-1 

RC 1025 

RC 1530-1 

1x1-1/2 

1X2 

1X2 

1X2-1/2 

1-1/2 X 3 

14-20 

14-20 

10-14 

14-20 

10-14 

.083-.035 

.083-.035 

.134-.083 

.083-.035 

.134-.083 

1000 

1000 

1000 

1000 

500 

14 

15 

15 

20 

17 

RC 2030 

RC 2030-1 

RC 2040 

RC 2040-1 

*  RC 2050-3 

2X3 

2X3 

2X4 

2X4 

2x5 

14-20 

10-14 

14-20 

10-14 

8 

.083-.035 

.134-.083 

.083-.035 

.134-.083 

.165 

30 

500 

200 

250 

200 

14 

23 

14 

15 

18 

*  RC 2050-3 2x5 10 .134 175 15 

 



For fast service and samples, call: 1-800-772-5507 Fax: 1-780-466-4595 or Email info@albertacasters.com 
 

41  

 
 

 

Square tubing plugs T-U  SERIES 
 

 

 

Finishing plugs can be used to 
create an attractive finish on any 
steel tube applications. The unique 
“fins” of this universal design 
provide a tight fit inside the tubing 
and also makes the plugs hard to 
accidentally  remove. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Black 
• Optional Colour: Call For Quotation 

 

Round tubing plugs C-U  SERIES 
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTE: Round Tubing Plugs are also available 

in a full radius ball head style. 

Finishing plugs can be used to 
create an attractive finish on any 
steel tube applications. The unique 
“fins” of this universal design 
provide a tight fit inside the tubing 
and also makes the plugs hard to 
accidentally  remove. 

Specifications 
• Material: Low-Density Polyethylene 
• Colour: Black 
• Optional Colour: Call For Quotation 

 
 
 
 

There are new sizes and styles of tubing finishing plugs becoming available on a regular basis, please contact our Sales Department. 
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Part 

Number 

A Standard 
Package To Fit 

Tube Size 
Tube Wall 

Gauge 
Tubing Wall 
Thickness Pieces Lbs. 

T-16-U2 1/2 16-18 .065-.049 5000 8 

T-20-U2 5/8 14-20 .083-.035 5000 15 

T-24-U2 3/4 14-20 .083-.035 2500 11 

T-28-U2 7/8 14-20 .083-.035 3000 18 

T-32-U2 1 14-20 .083-.035 2500 25 

T-32-U1 1 10-14 .134-.083 2500 25 

T-36-U2 1-1/8 14-20 .083-.035 1500 16 

T-40-U2 1-1/4 14-20 .083-.035 1000 15 

T-48-U2 1-1/2 14-20 .083-.035 1000 22 

T-48-U1 1-1/2 10-14 .134-.083 1000 22 

T-56-U2 1-3/4 14-20 .083-.035 500 13 

T-64-U2 2 14-20 .083-.035 500 14 

T-64-U1 2 10-14 .134-.083 500 15 

T-72-U1 2-1/4 10-14 .134-.083 200 9 

T-80-U1 2-1/2 10-14 .134-.083 500 13 

T-96-U1 3 3-7 .239-.179 400 22 

T-100-U1 3-1/8 6-11 .203-.120 150 10 

T-124-U1 3-7/8 4-8 .224-.164 75 6 

 

 
Part 

Number 

A Standard 
Package To Fit 

Tube Size 
Tube Wall 

Gauge 
Tubing Wall 
Thickness Pieces Lbs. 

RT 195-1 1.900 10-14 .134-.083 750 21 

C-16-U2 1/2 16-18 .065-.049 10000 13 

C-20-U2 5/8 14-20 .083-.035 6000 12 

C-24-U2 3/4 14-20 .083-.035 5000 22 

C-28-U2 7/8 14-20 .083-.035 4000 21 

C-32-U1 1 10-14 .134-.083 4000 25 

C-32-U2 1 14-20 .083-.035 6000 32 

C-36-U2 1-1/8 14-20 .083-.035 2500 22 

C-40-U2 1-1/4 14-20 .083-.035 1500 17 

C-40-U1 1-1/4 10-14 .134-.083 1500 17 

C-44-U2 1-3/8 14-20 .083-.035 1500 23 

C-48-U1 1-1/2 10-14 .134-.083 1500 20 

C-48-U2 1-1/2 14-20 .083-.035 1500 20 

C-52-U2 1-5/8 14-20 .083-.035 1000 21 

C-56-U2 1-3/4 14-20 .083-.035 1000 23 

C-64-U2 2 14-20 .083-.035 500 16 

C-64-U1 2 10-14 .134-.083 500 16 

C-72-U2 2-1/4 14-20 .083-.035 500 18 

C-72-U1 2-1/4 10-14 .134-.083 500 18 

C-76-U1 2-3/8 10-14 .134-.083 400 15 

C-80-U2 2-1/2 14-18 .083-.049 400 17 
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Sleeve mesh SM SERIES 
 

 

 

 
• Mini-Roll shipped in easy-to-use dispensing carton. 

• Maxi-Roll shipped on spools. 

Specifically designed to protect 
machined, painted or coated 
parts from chipping, scratching 
or abrasions during in-house 
processing or shipping. Ideal 
for protecting irregular shapes 
or sizes. Eliminates expensive 
packaging materials. 

Specifications 
• Material: Low-Density 

Polyethylene 
• Colour: See Chart 

 
 

Heavy-gauge mesh SM-H  SERIES 
 

  

 

Performs identically to our 
sleeve mesh, except it is 
designed with thicker strands 
positioned closer together to 
offer extra protection against 
intensive  abrasions. 

Specifications 
• Material: Low-Density 

Polyethylene 
• Colour: See Chart 

 
Part 

Number 

 
To Fit 

Diameter (in) 

 
Standard 
Colour 

Standard Packaging 

Feet Per Roll Lbs. Per Roll 

SM 05-H 1/2 white 600 12 

SM 10-H 1 black 235 8 

SM 15-H 1-1/2 yellow 165 9 

SM 20-H 2 blue 110 10 

SM 25-H 2-1/2 red 90 13 

SM 30-H 3 natural 85 14 

SM 40-H 4 white 85 15 
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Part 

Number 

 
To Fit 

Diameter (in) 

 
Standard 
Colour 

Standard Packaging 
Maxi Roll Mini Roll 

Feet Per Spool Lbs. Feet Per Carton Lbs. 

SM 03 1/4 - 1/2 yellow 3000 19 650 5 

SM 05 1/2 - 1 blue 2750 60 550 7 

SM 10 1 - 1-1/2 red 1700 33 340 7 

SM 15 1-1/2 - 2 black 900 34 180 9 

SM 20 2 - 2-1/2 white 800 42 160 10 

SM 25 2-1/2 - 3 yellow 600 45 120 10 

SM 30 3 - 4 green 450 47 90 10 

SM 40 4 - 5 orange 400 37 80 8 

SM 50 5 - 6 brown 250 28 50 8 

SM 60 6 - 7 blue – – 50 8 

SM 70 7 - 9 natural – – 40 8 
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Pipe-thread protectors (closed-end) CE SERIES 
 

 

Excellent protection against 
damage caused during transit. 
Eliminates debris from entering 
pipe. CE-309 through CE-327 
are designed with an NPT taper 
and the CE-328 through CE-352 
are straight-walled caps. Both 
are designed for easy installation 
and removal. 

Specifications 

• Material: Low-Density 
Polyethylene 

• Colour: Coded 
IMC colours also available. 

Note: Many non-standard 
straight-walled pipe caps are 
available. Consult Caps’n Plugs 
for size and availability. 
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Nominal 
Pipe Size 
(inches) 

 
 

Part 
Number 

B Dimension C Dimension  
 

Colour 

 
 

Box 
Quantity 

I. D. 
inches mm 

Length 
inches mm 

1/4 CE-309 0.539 13.7 0.59 15 Orange 7000 
3/8 CE-310 0.673 17.1 0.59 15 Orange 4000 
1/2 CE-311 0.840 21.3 0.78 20 Black 5000 
3/4 CE-312 1.050 26.7 0.78 20 Red 4000 
1 CE-313 1.315 33.4 0.97 25 Blue 4500 

1-1/4 CE-314 1.660 42.2 1.00 25 Red 2500 
1-1/2 CE-315 1.900 48.3 1.00 25 Black 2000 

2 CE-316 2.375 60.3 1.03 26 Blue 1200 
2-1/2 CE-317 2.875 73.0 1.56 40 Black 500 

3 CE-318 3.500 88.9 1.63 41 Blue 400 

3-1/2 CE-319 4.000 101.6 1.66 42 Black 300 
4 CE-320 4.500 114.3 1.72 44 Blue 225 
5 CE-321 5.563 141.3 1.81 46 Blue 120 
6 CE-322 6.625 168.3 1.94 49 Black 80 
8 CE-324 8.625 219.1 2.13 54 Black 80 

10 CE-325 10.750 273.1 2.34 59 Black 40 

12 CE-326 12.750 323.9 2.53 64 Black 25 
14 CE-327 14.000 355.6 2.66 68 Black 20 
16 CE-328 16.000 406.4 2.44 62 Yellow 30 
18 CE-329 18.000 457.2 2.44 62 Yellow 32 
20 CE-330 20.000 508.0 2.64 67 Yellow 26 

22 CE-331 22.000 558.8 2.36 60 Yellow 22 
24 CE-332 24.000 609.6 2.44 62 Yellow 20 
26 CE-333 26.000 660.4 4.53 115 Black 10 
28 CE-334 28.000 711.2 4.53 115 Black 10 
30 CE-335 30.000 762.0 4.53 115 Black 10 
32 CE-336 32.000 812.8 4.53 115 Black 10 
36 CE-337 36.000 914.4 4.53 115 Black 10 
40 CE-338 40.000 1.016.0 4.53 115 Black 8 
42 CE-340 42.000 1.066.8 4.53 115 Black 6 
44 CE-342 44.000 1.117.6 4.92 125 Black 6 

48 CE-344 48.000 1.219.2 4.53 115 Black 6 
52 CE-346 52.000 1.320.8 5.91 150 Black 5 
56 CE-348 56.000 1.422.4 5.91 150 Black 6 
60 CE-350 60.000 1.524.0 5.91 150 Black 6 
64 CE-352 64.000 1.625.6 5.91 150 Black 4 

 



44  

 
 

 

Pipe-thread protectors (open-end) OE SERIES 
 

 

 

Tired of threads being damaged 
during transit? The OE series 
has specially designed beads to 
assure a snug fit for excellent 
protection of threaded pipe and 
conduit. An inexpensive way to 
eliminate a costly concern. 

 
 

 
Specifications 

• Material: Low-Density Polyethylene 

• Colour: Coded 
IMC colours also available. 

 
 
 
 
 

Bolt-hole flange protectors FC SERIES 
 

  

 

Specifications 

• Material: Low-Density Polyethylene 

• Colour: Blue – 150 lb. series 
Black – 300 lb. series 

Meets ANSI 16.5B and API specifications. 

Suitable for use on ASA and BS 1560 flanges. 

* Will fit 300 lb. flanges only. Widely viewed as the industry 
standard for flange protection, 
this flange protector requires 
no fasteners. Simply insert into 
the flange bolt holes. Designed 
to fit  instantly. Weather  
and petroleum resistant. 

Nominal 
Pipe Size 
(inches) 

Used On 300, 400 & 600 Lb. 

Part 
Number 

Box 
Quantity 

1/2 FC-300-1/2 600 
3/4 FC-300-3/4 800 
1 FC-300-1 400 

1-1/2 FC-300-1 1/2 250 
2 FC-300-2 150 
3 FC-300-3 100 
4 FC-300-4* 80 
6 FC-300-6* 100 
8 FC-300-8* 100 

10 FC-300-10* 60 
12 FC-300-12* 30 

 

Nominal 
Pipe Size 
(inches) 

Used On 125 & 150 Lb. 

Part 
Number 

Box 
Quantity 

1/2 FC-150-1/2 800 
3/4 FC-150-3/4 800 
1 FC-150-1 600 

1-1/2 FC-150-1 1/2 400 
2 FC-150-2 200 
3 FC-150-3 100 
4 FC-150-4 100 
6 FC-150-6 90 
8 FC-150-8 100 

10 FC-150-10 60 
12 FC-150-12 40 
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Nominal 
Pipe Size 
(inches) 

 
 

Part 
Number 

B Dimension C Dimension  
 

Colour 

 
 

Box 
Quantity 

I. D. 
inches mm 

Length 
inches mm 

1/2 OE-311 0.840 21.3 0.78 19.8 Black 5000 
3/4 OE-312 1.050 26.7 0.78 19.8 Red 3500 
1 OE-313 1.315 33.4 0.97 24.6 Blue 4000 

1-1/4 OE-314 1.660 42.2 1.00 25.4 Red 2500 
1-1/2 OE-315 1.900 48.3 1.00 25.4 Black 2000 

2 OE-316 2.375 60.3 1.03 26.2 Blue 1200 
2-1/2 OE-317 2.875 73.0 1.56 39.6 Black 600 

3 OE-318 3.500 88.9 1.63 41.4 Blue 400 
3-1/2 OE-319 4.000 101.6 1.66 42.2 Black 300 

4 OE-320 4.500 114.3 1.72 43.7 Blue 224 
5 OE-321 5.563 141.3 1.81 46.0 Blue 117 
6 OE-322 6.625 168.3 1.94 49.3 Blue 78 
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Properties 

Polyethylene 

Low Density Medium Density  High Density 

 
Polypropylene 

Ethylene 

Vinyl Acetate 

Thermoplastic 

Rubber 

Vinyl 

Standard High Temp. 

 
Specific Gravity 

 
0.910-0.925 

 
0.926-0.940 

 
0.941-0.965 

 
0.902-0.906 

 
.931-.933 

 
.94 

 
.98-2.0 

 
1.22-1.32 

 

Tensile Strength P.S.I. 
 

600-2300 
 

1200-3500 
 

3100-5500 
 

4300-5500 
 

1700-2000 
 

2750 
 

50-5000 
 

2175mm 

 

Elongation% 
 

90-800 
 

50-600 
 

15-100 
 

200-700 
 

700-800 
 

600 
 

50-550 
 

175mm 

Compressive 

Strength P.S.I. 

 
 

— 

 
 

— 

 
 

3200 

 
 

5500-8000 

 
 

— 

 
 

— 

 
 

— 

 
 

— 

 

Flexural Strength P.S.I. 
 

— 
 

4800-7000 
 

1000 
 

6000-8000 
 

— 
 

— 
 

— 
 

— 

 

Specific 

Heat 

Cal/C/gm 

 
 

0.55 

 
 

0.55 

 
 

0.55 

 
 

0.46 

 
 

0.55 

 
 

— 

 
 

— 

 
 

— 

 

Resistance to Heat °F 

 

180-200 

 

220-250 

 

250 

 

250-320 

 

160-185 

 

300 

 

300-325 

 

450 

Heat Distortion 

Temperature °F 

100-121 

(66 P.S.I.) 

120-165 

(66 P.S.I.) 

140-180 

(66 P.S.I.) 

205-230 

(66 P.S.I.) 

95-105 
 
 

— 

 
 

— 

 
 

— 

Water Absorption 

%24 hr. 1/8" Thickness 

 
 

<0.01 

 
 

0.01 

 
 

0.01 

 
 

0.01 

 
 

.005-0.13 

 
 

— 

 
 

— 

 
 

— 

 

Effect of Sunlight 

 

Crazes rapidly unless black colour 

or ultraviolet inhibitor is used 

 

Crazes 

Rapidly 

 

Same as 

 

Excellent Ozone 

Resistance 

 

Excellent Ozone 

Resistance 

 

Good 

Ozone 

Resistance 
  

 

Effect of Weak Acids 

 

Resistant 

 

Very Resistant 

 

Very Resistant 

 

None 
 

Resistant 
 

Resistant 

 

Resistant 

 

Resistant 

 

Effect of Strong Acids 
 

Attacked by 

Oxidizing Acid 

 

Attacked by 

Slowly Oxidizing 

Acids 

 

Attacked by 

Slowly Oxidizing 

Acids 

 

Attacked by 

Oxidizing Acids 

 

Attacked by 

Oxidizing Acids 

 
 

Resistant 

 
 

Fair Resistance 

 
 

Fair Resistance 

 
Effect of Weak Alkalies 

 
Resistant 

 
Very Resistant 

 
Very Resistant 

 
None 

 
Resistant 

 
Resistant 

 
Resistant 

 
Fair 

 

Effect of Strong Alkalies 
 

Resistant 
 

Very Resistant 
 

Very Resistant 
 

Very Resistant 
 

Resistant 
 

Resistant 
 

Fair Resistance 
 

Poor 

 

Effect of 

Organic 

Solvents 

 

Resistant 

Below 60°C 

 

Resistant 

Below 60°C 

 

Resistant 

Below 80°C 

 

Resistant 

Below 80°C 

 

Resistant 

Below 50°C 

 

Resistant 
 

Fair Resistance 
 

Poor 

 

Effect of Oils and 

Greases 

 

Attacked 

by 

Some 

 

Attacked 

by 

Some 

 

Slight 
 

Attacked 

by 

Some 

 

Attacked 

by 

Some 

 

Somewhat 

Resistant* 

 

Fair 

Resistance 

 
 

Poor 

 

Impact Strength 

ft./ lb./ In. Notch 

 
 

No Break 

 
 

0.5-16 

 
 

1.5-20 

 
 

.4 

 
 

No Break 

 
 

No Break 

 
 

— 

 
 

— 

ASTM test methods apply. Caps’n Plugs cannot be held responsible for the accuracy of these figures. 

* Hydrocarbons will cause thermoplastic rubber to swell if soaked; it will not affect the properties. 
It is resistant if only splashed with hydrocarbons. 

 
 

Tolerances on Injection Moulded Parts 

• Tolerances on all decimal dimensions ± .010 per inch. 
Example: 1.000 ± .010 = .010" 

2.500 ± .010 per inch = .025" 

• Tolerance for fractional dimensions ± 1/32" per inch. 

Tolerances for Vinyl Dip Moulded Parts 
(Pages 12 to 16) 

• Round Part Inside Diameter ± .005" 
Part Inside Length ±  .063”          
Part Wall Thickness ± .010” 
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Compounds 

 
SILICONE 

 
EPDM 

 
NEOPRENE 

 
NR 

 
NBR 

 
SBR 

 
VITON 

 
HYPALON 

 
PROPERTIES 

        

 

HARDNESS (SHORE A) 
 

25- 80 
 

40-80 
 

40-90 
 

30-90 
 

40-90 
 

40-90 
 

50-80 
 

40-80 

 

TEMPERATURE RANGE ̊C 
 

-100 ~ 315 
 

-37.2 ~ 121.1 
 

-45.6 ~ 126.7 
 

-42.7 ~ 98.8 
 

-40 ~ 101.7 
 

-42.6 ~ 101.7 
 

-40 ~ 260 
 

-37.2 ~ 121.7 

MAX TENSILE STRENGTH (Mpa) 14 17.6-21 17.6-21 24.6-28.2 7.0-24.6 14-17 14 21 

MAX ELONGATION  % 300-600 500-800 600-800 500-600 500-600 300-500 300 500 

RESILIENCE E G G E F-G G P P 

ABRASION P G G E G G G P 

TEAR RESISTANCE P G G E F F F F 

ELECTRICAL INSULATION E E F E P G G G 

FLAME RESISTANCE G P E P P P G G 

OZONE RESISTANCE E E E P F F E E 

UV RESISTANCE E E G G G F E E 

MOISTURE RESISTANCE G E G G F G E G 

ACID RESISTANCE P G G F G F E E 

SOLVENT RESISTANCE P F G P P P E G 

OIL RESISTANCE F P G P E P E G 

P-POOR  F-FAIR  G-GOOD  E-EXCELLENT The above information is offered as a guide only. 

 
 

 
 

650    

600    

550    

500    

450    

400    

350    

300    

250    

200    

Temperature Guide 

600°F  /  315°C 
• Caps & Plugs: Silicone Rubber 

(Pages 5 to 10) 

• Self-Fusing Silicone Tape 

• Polyimide Tape (2mil thick film) 

500°F  /  260°C 
• Polyimide Tape (1mil thick film) 

450°F  /  232°C 
• High Temperature Vinyl Caps 

(one time bake only) 

400°F  /  204°C 
• Polyester Tape / Discs 

300°F  /  149°C 
• Standard Vinyl Caps 

(one time bake only) 

Temperature Conversion 

°C to °F 
?°C x 1.8 + 32 =   °F 

 

°F to °C 
?°F - 32 ÷ 1.8 =   °C 

 
 

Measurement Conversion 

? decimal inches x 25.4 =   ?   mm 
(ie .750” x 25.4 = 19.05 mm) 

 

? mm ÷ 25.4 =   ? decimal    inches 
(ie .15 mm ÷ 25.4 = .591”) 
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